
CONFIDENTIAI.
COB¥

ExpiresMarch31,2007
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.
UTU -004049

BUREAUOF LANDMANAGEMENT
APPLICATION FOR PERMIT TO DRILL OR REENTER

6. If Indian,Alloteeor TribeName
n/a

la. Typeofwork: DRILL REENTER 2 IfUnitor CAAgreement,NameandNo.
PETER'S POINT/ UTU-063014

8. LeaseNameandWellNo.
Ib. TypeofWell: OilWell GasWell Other . SingleZone MultipleZone Peters Point UF 6-36-12-16

2. NameofOperator 9. API WellNo.
BILL BARRETT CORPORATION pending | 9

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area code) 10.FieldandPool,orExploratory
(303) 312-8134 . Peter's Point/Wasatch-Mesaverde

4. Locationof Well(Report locationclearly and in acordance with any Staterequirements.*) 11.Sec.,T. R.M. or Blk.andSurveyor Area

Atsurface SENW, 1945' FNL, 2177' FWL

Atproposedprod.zone same
' ') Section 36-T12S-R16E S.L.B.&M.

14. Distanceinmilesanddirectionfromnearest town or ofBee* 12.Countyor Parish 13. State
approximately 52 miles from Myton, UT Carbon UT

15. Distancefromproposed* 16.No.of acresinlease 17 SpacingUnitdedicatedto thiswell
locationtonearest
propertyorleaseline, ft
(Alsotonearestdrig.unit line,if any) 696' 280 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.onfile
to nearestwell, dnlling,completed,
appliedfor,on this lease,ft. 1371' (3-36) 7200' Nationwide Bond #WYB000040

21. Elevations(ShowwhetherDF,KDB, RT,GL,etc.) 22 Approximatedatework will start* 23. Estimatedduration
6804' ungraded ground 05/15/2007 45 days

24. Attachments
The following,completedinaccordance with therequirementsof OnshoreOilandGasOrderNo.1, shallbe attachedto this form:

1. Wellplatcertified by a registeredsurveyor. 4. Bondtocover the operationsunless coveredby an existingbondon file (see

2. A DrillingPlan. Item20 above).

3. A SurfaceUse Plan (if the locationis on National Forest SystemLands,the 5. Operatorcertification
SUPO shallbe filedwith theappropriate ForestServiceOffice). 6. Suchothersite specificinformationand/or plansas may be requiredby the

authorizedofficer.

25. Signature Name (Printed/Typed) Date
Tracey Fallang 03/08/2007

Title
Enviro al ator Analyst

A ovedb gn te Name (Printed/Typed) Date

T le Of RADLEYG. HILL
VIRONMENTALMANAGER

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletitletothoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,ifany,are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crime for anypersonknowinglyand willfullyto maketoany departmentor agencyof the United
Statesanyfalse,fictitiousor fraudulentstatementsor representations as toanymatterwithin itsjurisdiction,

tionsonpage 2)

Federaf
Approvalof this

Actionis



BILL BARRETT CORPORATION
Ti2S, Ri6E, S. L.B. &M. RR (Well location, PETERS POINT #6--36-12--16,

' gi',°,"",cop fg fŸ located as shown in the SE 1/4 NW 1/4 of.
°*'°""" 5269.44' (G.L.O.) EE Section 36, T12S, R16E, S.L.B.&M. Carbon

County, Utah.
/ BASIS OF ELEVATION

8944
(G.L.O.) COTTON TRIANGULATIONSTATION LOCATED IN THE NW 1/4 OF

SECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWIN
HOLLOW QUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICAL MAP) PUBLISHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY.
SAID ELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION. O

PE7ERS PO/NT /6-36-12-16 $
2177 E/ev. Ungraded Ground = 6804 e

o '

N
361961 Brass Cap

0.5' High, Pile
of Stones

o -

^o

o o o o
o o - o

SCALE

CERTIFIGR
THIS IS TO CERTIFYTHAT THE T OM
FIELD NOTES OF ACTUALSURV BY ME pR UN ER My
SUPERVISIONAND THAT THE SAlbl EMNÑÒAREC TD THE
BEST OF MY KNOWLEDGEAND

Ti3S EAST - 5280.00' (G.L.O.)
UINTAH ENGINEERING & IJAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
(435) 789-·1017

(NAD 83)LEGEND: LATITUDE =
39°43'55.87" (39.732186) SCALE DATE SURVEYED: DATE DRAWN:

1 = 1000 10-10-05 11-12-05
LONGITUDE=

110°04'27.80" (110.074389)
=

90° SYMBOL PARTY REFERENCES
(NAD 27) D.R. A.H. P.M- G.L.O. PLAT$ = PROPOSED WELL HEAD. LATITUDE = 39'43'56.00" (39.732222)
LONGITUDE=

110°04'25.26" (110.0 3683) WEATHER FILE

A = SECTION CORNERS LOCATED- COOL BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. Peter's Point Unit Federal #6-36-12-16
LEASE NO. UTU 004049

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR



DRILLING PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #6-36-12-16

SENW, 1945' FNL, 2177' FWL, Sec. 36, Tl2S-Rl6E
Carbon County,Utah

1- 3 Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth
Wasatch 2855'
North Horn 4590'
Dark Canyon 6175'
Price River 6340'
TD 7200'

*PROSPECTIVE PAY
Members of the Mesaverde formation and Wasatch (inclusive of the North Horn)
are primary objectives for oil/gas.

4. Casing Program

Hole SETTING DEPTH Casing Casing Casing
Size (FROM) (TO) Size Weight Grade Thread Condition

12 ¼" -surface 1,000' 9 5/8" 36# J or K 55 ST&C New

7 7/8" surface 7200' 5 ½" 17# N-80 or I-80 LT&C New
Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17#N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5. Cementing Program

9 5/8" Surface Casing Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7ppg (yield = 1.85 ft'/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 ft3/sx)circulated to surface with 100% excess

5 ½" Production Casing Approximately 720 sx 50/50 Poz Premium cement with
additives mixed at 13.4ppg (yield = 1.49 ft'/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 2500'.

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #6-36-12-16
Carbon County, Utah

6. Mud Program

Interval Weight Viscositv Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 -- 8.6 27 - 40 -- Native Spud Mud
40' -- 1000' 8.3 - 8.6 . 27 -40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 -9.5 38-46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment

0 - 1000' No pressure control required
1000' - TD 11" 3000# Ram Type BOP

l1" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog,Sonic-GR (all TD to surface)

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #6-36-12-16
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3557 psi* and maximum
anticipated surface pressure equals approximately 1973 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: May 2007
Spud: May 2007
Duration: 15 days drilling time

30 days completion time

Page



) Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Peter's Point UF #6-36-12-16

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft

Top of Cement: 0 Lead Fill: 700'

OD of Hole: 12.250" Tail Volume: 94.0 ft

OD of Casing: 9.625" Tail Fill: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft /sk # SK's Lead:

Tail Yield: 1.16 ft"/sk # SK's Tail:

% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,200' Lead Volume: 814.3 ft

Top of Cement: 2,500' Lead Fill: 4,700'

OD of Hole: 7.875"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft"/sk

% Excess:
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Peter's Point UF #6-36-12-16 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/ gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3/ sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk
Top of Fluid: 0'

Calculated Fill: 700'
Volume: 78.09 bbl

Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/sk Premium Cement Slurry Yield: 1.16
ft3 Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk

0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'
Calculated Fill: 300'

Volume: 33.47 bbl
Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7200' - 2500')
50|50 Poz Premium Fluid Weight: 13.4 lbm/ gal

3.0 % KCL Slurry Yield: 1.49 ft"/sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/ sk

3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'

0.2% FWCA Calculated Fill: 4,700'

0.125 lbm/sk Poly-E-Flake Volume: 188.53 bbl

1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 720
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wenname: Utah: West Tavaputs Field
operator Bill Barrett
Strmg typet Surface

t.ocatum Carbon County, UT

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 75.00 °F

Bottom hole temperature: 89 'F
Des¡gn ¡s based on evacuated pipe. Temperature gradient: 1.40 *F/100ft

Minimumsection length: 1,00Q ft

Burst:
Design factor 1.00 Cement top: Suliace

P.grst
Max anticipated surface

pressure: 2,735 psi
Intemal gradient: 0.22 psi//t
Calculated BHP 2,955 ps¡ Tension: Non-directional string

8 Round STC: 1.80 {J)
8 Round LTC: 1.80 {J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Premiurn: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 10,000 it
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 859 fi Next setting BHP: 4,935 psi

Fracture mud wt: 10.000 ppg
Practure depth: 10,000 ft
injection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth D¡ameter Capacity

(ft} (in) {lbs/ft) (ft) (ft) (In) (ft')
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tens¡on Tensïon Tension
Seq Load Strength Des¡gn Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (ps¡) Factor (Kips) (KIps) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by Bi/I Barrett FAX: (303) 312-8195 Denver, Colorado

RemarAs:
Ocilapsela based on a verticaldepth of 1000 II, a mud weightof 9.5 ppg The casmga consideredto ðe evacuated for cottapseputposes.
Collapsestrength is ðased on the Westcott. Dunlop &Kemier methodofb¡axial conectionfor fansion.

Buralstrength is not adjusted for tens¡on.

Engineering responsibility for use ofthis design wi/Ibe ihat of the
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name: Utah: West Tavaputs
too aiuBarrett
type: Rroduction

ocadon: CarbonCounty. UT

Design parameters; Minimum design factors: Environment:
Collapse Coitaose: H2S considered? No
Mudweight: 9.50 ppg Design factor 1,125 Surfacetemperature: 75.00 'F

Bottom hole temperature: 215 "F
Design is based on evacuated pipe. Temperature gradient: 1,40 'F/100ft

Minimumsectionlength: 1,500 11

gurg
Design factor 1.00 Cement top: 2,375 ft

B.V.G.t
Ma×anticipated surface

pressure: 4,705 psi
Intemal gradient' 0.02 psi//t
Calculated BHP 4,935 psi Tension: Non-directional string.

8 Round STC: 1.80 Q)
8 Round LTC: 1.80 (J)

Annular baciop: 9.50 ppg Buttress: 1.80 (J)
Premium: 1,80 (J)
Body yield: 1.80 (8)

Tension is based on buoyed weiçN.
Neutral point: 8,559 J

Run Segment Hominal End True Vert Measured Drift internal
Seq Length Size Weight Grade Finish Depth .Depth Diameter Capacity

(ft) {in} (Ibs/ft) (ft) (ft) (in) {tF)
1 10000 5.5 17.00 N-80 LT&C 10000 10000 4.767 344.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psl} Factor (psi) {psi) Factor (Kips) (Kips} Factor
1 4935 6290 1.275 4705 7740 f.65 146 348 2.39 J

Prepared Dominic Spencer Phone: (303) 312-8143 . Date: August 1,2003
by: Bi/ISarrett FAX: (303) 312-8795 Denver, Colorado

Remedcs
Collapse is based ona verticaldepth of 70000 II,a mud weight of 9.5ppg The casingis considendto be evacuatedforconopse purposes,
canapsestrengthisbased on the westcou.Dunlop&Kemier mornodofbiammiconecuon fortensica.

ßurst strengthis not adjustedfor fensen.

Engineering responsibility for use of thisdesign wiilbe taalof the



wenname: West Tavaputs General
operatoc BIII Barrett
stringtype: Production

Location: Carbon County,Utah

Design parameters: Min¡mum design factors: Env¡ronment:
Collaose Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 75.00 *F

Bottom hole temperature: 189 'F
Design is based on evacuated pipe. Temperature gradient: 1.40 'E/100/1

Minimum section iength: 1,500 ft

Design factor 1.00 Cement top: 2,500 ft

Max anticipated surface
pressure: 2,226 psi

Intemal gradient: 0.22 psiMt
Calculated BHP 4,016 psi Tension: Directional info - Bulld & Drop

8 Round STC: 1.80 (J) Kick-off point 1000 ft
8 Round LTC: 1.80 (J) Departure at shoe: 2165 ft

No backup mud specified. Buttress: 1.60 (J) Maximum dooieg: 2 */100t!

Premium: 1.50 (J) Inclination at shoe: 0 *

Sody yield: 1.50 (8)

Tension is based on buoyed weight.
Neutral point: 7.560 M

Run Segment Nominal End True Vort Measured Drift internal
Seq Length SIze Weight Grade Finish Depth Depth Diameter Capacity

(ft} {ìn) (Ibs/ft) (ft) (ft) (in) (it')
1 8730 5.5 20.00 P-110 LT&C 8138 8730 4.653 353.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Des¡gn

(psi) (psi} Factor (psi) {psl} Factor (Kips) {Kips} Factor
1 4016 11100 2.764 4016 12630 3.14 139 548 3.93 J

Prepared DominicSpencer Phone: (303) 312.8143 Date: August 25,2004
by: Bi/IBarrett Corporation FAX:(303} 312-8195 Denver, Colorado

Remarks:
Couapse is based on a vertical depth of 8138 ft, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.

Coßapse strength is based on the Westcon. Dunlop& Kernier method of biaxialcorrectionfor tension.

Burst strength is not ac(iustedfor rension.
Collapse strength is (biax¡ally} derated fordaglegs in directional wells by multiplyingthetansJe stress by the cross section area to calculate a tensie load which

is added to the axial load.
Engineering responsWifylor use of this designwf! De that of the
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uname: West Tavaputs General

toc Bi/I Barrett Corporation
type: Production

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design is based on evacuated pipe. Bottom hole temperature: 200 °F

Temperature gradient: 1.40 °F/100tt

Minimum section length: 1,500 ft
§JLrs_: Cement top: 2,500 ft
Design factor 1.00

Max anticipated surface
pressure: 2,735 psi

Intemalgradient: 0.22 psi/ft
Calculated BHP 4.935 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
No backup mud specified. 8 Round LTC: 1.80 (J)

Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (8)

Tension is based on buoyed weight.
Neutral point: 8,580 17

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size We¡ght Grade . Finish Depth Depth D¡ameter Capacity

(ft) (in) {Ibs/ft) (ft) {ft) (in) (ff)

1 10000 4.5 11.60 /-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tens¡on Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (ps¡) (ps¡) Factor (Kips) {Kips) Factor
1 4935 6350 1.287 4935 7780 1.58 100 223 2.24 J

Prepared Dominic Spencer Phone: {303) 312-8143 Date: December 13,2005
by: Bi/IBarrett FAX: (303) 312-8195 Denver. Colorado

Remarks:
Collapseis based on a vertical depth of 10000 ft, a mud weight of 9.5ppg The casing is consideredto be evacuated for collapsepurposes.

Collapsestrength is based on the Westcoff, Dunlop &Kemier method of biaxial correction for tension.

Burst strength¡s not adjusted for tension.

Engineering responsibility for use of thisdesign willbe that of the
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PRESSURE CONTROL EQUIPMENT - SchematicAttached

A. Type: Eleven (11) Inch Double Gate HydraulicBOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handlesavailable.
10. Safety valve(s) & subs to fit all drill string connections in use.
11. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventeris initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
testedto the approved working pressure of the BOP stack (if isolated from the
surface casing by a testplug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drillsand tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight linesunless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufñeient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be·maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual lockingdevice (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installedin the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILLBARRETT CORPORATION
TYPICAL 3,000 p.s.¡. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLECHOKE

TO MUD/GASSEPARATORTO MUD/GASSEPARATOR BOP STACK OUTLET AND/OR PIT (2 IN. MIN.)AND/OR PIT(2 IN. MIN.) | (3 IN.
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #6-36-12-16

SENW, 1945' FNL, 2177' FWL, Sec. 36, Tl2S-R16E
Carbon County, Utah

The onsite for this location was conducted on 11/21/2006.

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existing Roads:

A. The proposed well site is located approximately 52 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

B. The use of roads under State and County Road Department maintenance is necessary to
access the Peter's Point Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

C. All existing roads will be maintained and kept in good repair during all phases of
operation.

D. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

E. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

F. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads ag>eing utilize@lto the Peter's Point Unit area. All
new construction will be within the Unit.

2. Planned Access Road:

A. From the existing Peter's Point road, an access is proposed trending east approximately
125' to the proposed well site. A road design plan is not anticipated at this time.

B. The new access road will consist of an 18' travel surface within a 32' disturbed area. The
proposed access has been placed to minimize impact to the environment and natural
drainage of the area.

C. BLM approval to construct this new access road is requested with this application.

D. A maximum grade of 10% will be maintained throughout the project with minimum cuts
and fills, as necessary, to access the well.

E. A turnoutis not proposed since the access road is only 125' long and adequate site
distance exists in all
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F. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

G. No surfacing material will come from Federal or Indian lands. BBC believes adequate
gravel material exists in Section 2, T13S-Rl6E, to accommodate any additional materials
needs.

H. No gates or cattle guards are anticipated at this time.

I. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

J. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development. Fourth Edition -

2090

K. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

on of Existing Wells: - .

B. Following is a list of existing wells within a one-mile radius of the proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells two
vi. producing wells thirteen
vii. abandoned wells one

B. Topographic Map C may not include all wells noted in A. above.

4. Location of Production Facilities:

A. All permanent above-ground structures will be painted a flat, non-reflective Olive Black
to match the standard environmental colors. All facilities will be painted the designated
color at the time of installation. Facilities required to comply with the Occupational
Safety and Health Act (OSHA) may be excluded.

B. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.
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C. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application.

D. A tank battery(s) will be constructed on this lease; it will be surrounded by a dike
sufficient to contain the storage capacity of L5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

E. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

F. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

G. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

H. A gas pipeline (approximately 125' of up to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will leave the west end of
the well site and tie into an existing surface-laid 12" pipeline.

I. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'
utility corridor immediatelyadjacent to the 32' disturbed area for the road (see
Topographic Map D).

J. As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estirnated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

K. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

L. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
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to jointhe long lengths together. The welded jointswill either remain on the surface or
will be placed within the trench, dependent on the scenario. BBC intends on connecting
the pipeline together utilizing conventional welding technology.

5. Location and Type of Water Supply:

A. Bill Barrett Corporation will utilize an existing water well located in Cottonwood Canyon
on State Lands: Sec 32, T12S-Rl6E. BBC was granted this authorization by the SITLA
Right of Entry #4534 (Water Right 90-1542) on August 21, 2002. In addition, if
necessary, BBC may utilize water from Nine Mile Creek consistent with approvals
granted for such by the Utah State Engineers Office.

6. Source of Construction Material:

A. The use of materials will conform to 43 CFR 3610.2-3.

B. No construction materials will be removed from BLM.

C. If any gravel is used, it will be obtained from a State approved gravel pit. BBC also has
in place Materials Permit #345 covering all of Section 2-T13S-R16E.

7. Methods of Handline Waste Disposal:

A. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

B. Drill cuttings will be contained and buried on site.

C. The reserve pit will be located outboard of the location along the south side of the pad.

D. The reserve pit will be constructed so as not to leak, break or allow any discharge.

E. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

F. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

G. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.
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H. Trash will be contained in a trash cage or roll-off container and hauledaway to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

I., Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

J. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

K. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

L. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

M. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

N. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

O. Any hydrocarbons floating on the surfàce of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

P. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillary Facilities:

A. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application
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9. Well Site Lavout:

A. The well will be properly identified in accordance with 43 CFR 3162.6.

B. The rig layout and cross section diagrams are enclosed (see Figure #1 and #2).

C. The pad and road designs are consistent with BLM specifications.

D. The pad has been staked at its maximum size of 375' x 170' with a reserve pit size of
260' x 80'.

E. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

F. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

G. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

H. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

I. Pits will remain fenced until site cleanup.

J. The blooie line will be located at least 100 feet from the well head.

K. Water application may be implementedif necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

A. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

B. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

C. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediatelyupon release of the drilling rig from
location.
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D. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

E. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

F. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

11. Surface and Mineral Ownership:

A. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

B. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

A. Montgomery Archaeological Consultantshas conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 05-480, dated December 12, 2005.

B. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.
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C. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

13. Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang . (303) 312-8134

Certification:

I hereby certify that the statements made in this plan are, to the best of my knowledge and belief, true and
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
false statement.

Date: March 8, 2007
Tracey FalÏang,F ironmentaÜRe tdry Analyst
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LOCATED IN CARBON COUNTY, UTAH
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/12/2007 API NO. ASSIGNED: 43-007-31272

WELL NAME: PP UF 6-36-12-16

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 36 120S 160E .Tech Review Initials Date
SURFACE: 1945 FNL 2177 FWL

BOTTOM: 1945 FNL 2177 FWL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.73216 LONGITUDE: -110.0737

UTM SURF EASTINGS:579383 NORTHINGS: 4398231 Surface

FIELD NAME: PETER'S POINT ( 40 )

LEASE TYPE: 1 - Federal

LKASE NUMBER: UTU-004049 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/' Plat R649-2-3.

v
'

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: PETERS POINT Û$

(No- WYBOOOO40 )
A Potash (Y/N) R649-3-2. General

A Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No.90-1542 )

, Drilling Unit
RDCC Review (Y/N)

Board Cause No: jfŸ-0 )(Date: )
Eff Date: þ4-

Fee Surf Agreement (Y/N) Siting ypp ,g

LLM Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: Ì



0 O
16 2 a6 L4 h2 16

T125 R16E T12S R17E

PP UI 3 36-12 16

BHl
PI I I.RS POIN I UND Ifr26D 12 16 2-36D 12-16
PtliRSPOINlUiE.D8-150-1216
Pi I i RS POI% I U i HJ N ZSD 12-16 4-31 12-17

PiiiRNPOINIUIED362

PETER'S POINT FIELD
PETERS POINT UNIT
CAUSE: 157-03 I 5-29-2001

BilL

PP UE 6 -12-16

8-351) 12-16

36 PEIERS POINT U 3GS
PE TERS P(HN I U TED 12-3ID-12-17

-

PEIIRS POINI U TFD9-¾-I2-16
PEIFRSPOINIUFFD2-360-12-16

ßHL
PE I ERS P(HN tu I ED 4-310-12-17

12-36D 2-16 PE I ERS POIN I 2
BHL
10-36D-12-16 g ¡¡

12-310 11 17

PETER'S POINT IIA

PE I ERS PCMN I
U FFD I6-4

PI1tRS POIN I U I ED 12 16D-I2 16
PLI FRS POIN I U FED 10 36D-I2 16
Phl!RS POINE U IED36-3

f13S Ri6E TI3S R17E

PJ II

OPERATOR· BILL BARRETT CORP (N2165)

SEC: 36 T.12S R. 16E

FIELD: PETER'S POINT (40)

COUNTY: CARBON

CAUSE: 157-03 / 5-29-2001 Wells Status
| GASINJECTION Utah 0 Gas and Mmma
o GAS STORAGE D
X LOCATION ABANDONED
e NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah March 13, 2007

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector BillBarrett Corporation

1099 18th St., Ste. 2300
Division of Denver, CO 80202

Oil, Gas & Mining
JOHN R. BAZA
Division Director Re: Peter's Point UF 6-36-12-16 Well, 1945' FNL, 2177' FWL, SE NW, Sec. 36,

T. 12 South, R. 16 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31272.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •



Operator: BillBarrett Corporation
Well Name & Number Peter's Point UF 6-36-12-16

API Number: 43-007-31272
Lease: UTU-004049

Location: SE NW Sec._3__ T. 12 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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RggMJ Lg¶íANAGEMENT
6. If Indian,Alloteeor TribeName

APPLICATION FOR PERMIT TO DRILL ORREENTER
n/a

rk: DRILL REENTER
2 IfUnitor CAAgreement,NameandNo.

PETER'S POINT/ UTU-063014

8. LeaseNameandWellNo.
Ib. TypeofWell: OilWen GasWell Other SingleZone M tipleZone Peters Point UF 6-36-12-16

2. NameofOperator 9. API WellNo.
BILL BARRETT CORPORATION

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area ca 10.FieldandPool,orExploratory
(303) 312-8134 Peter's Point/Wasatch-Mesaverde

4. Locationof Well(Reportlocationclearly and in aankree with anyState requirements.*) 11.Sec.,T.R.M.or B1k.andSurveyor Area

Atsurface SENW, 1945' FNL, 217T FWL
Section 36-T128-R16E S.L.B.&M.

Atproposedprod.zone same

14. DistanceinmilesanddirectionfromneamsttownorpostofBee* 12.Countyor Parish 13. State
approximately 52 miles from Myton, UT Carbon UT

15. Distancefromproposed* 16. No.of acresin lease 17. SpacingUnitdedicatedto thiswell
locationtonearest
propertyor leaseline, ft.
(Alsotonearestdrig. unit line,if any) 696' 280 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.on file
to neaæstwell, drdling,completed,
appliedfor,on this lease,ft 1371' (3-36) 7200' Nationwide Bond #WYBOOOO4(i

21 Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 21 Approximatedateworkwill start* 23. Estimatedduration

6804' ungraded ground 05/15/2007 45 days

24. Attachments

The following,completedinaccordance with therequirementsof OnshoreOilandGasOrderNo.1, shallbe attachedto this form:

1. Wellplatcertified by a registered surveyor. 4. Bondtocover the operationsunlesscoveredbyan existing bondon file (see

1 A DrillingPlan. Item20above).

3. A SurfaceUsePlan(if the locationis on NationalForest SystemLands, the 5. Operatorcertification
SUPO shallbe filedwith the appropriate ForestServiceOffice). 6. Suchothersite specific informationand/orplansas may be requiredby the

authorizedofficer.

25. Signature Name(Printed¶ped) Date
Tracey Fallang 03/08/2007

Title
Environmental/Re atory Analyst

A wtie) Name (Printed/Typed) Date ,

Title ASSÎSt20t 310 s omce DIVISIOROf BBSOUrCBS

po o
snnowarran o e h

tStheapplicant
holdslegalorequitabletitle s righs

t0henj
etleasewhichwouldentitletheapplicantto

conductoperationsthereon.
Conditionsofapproval,ifany,are attached.

T 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make ita crime foranypersonknowin ly and willfullyto maketoanydepartmentor agencyoftheUnited
Statesany false,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjuri iction.

*(Instructionsonpage2)

CONDITIONSOFAPPROVALATTACHED
RECEIVED
MAYI 72007

DIV.0FOIL,GAS&



BILL BARRETTCORPORATION - ·

Ti2S, Ri6 E, S. L. B. &M. R R Well location, PETERS POINT #6-36--12--16,
'oin," 16 17 located as shown in the SE 1/4 NW 1/4 of
or ston.¯\ 5269.44' (G.L.O.) E E Section 36, T12S, R16E, S.L.B.&M. Carbon .

County, Utoh.
89°44,, BASIS OF ELEVATION

(G.L.O.) COTTON TRIANGULATIONSTATION LOCATED IN THE NW 1/4 OF
SECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWIN
HOLLOWQUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE

E SERIES (TOPOGRAPHICAL MAP) PUBLISHEDBY THE UNITED
o o STATES DEPARTMENT OF THE INTERIOR,GEOLOGICALSURVEY.

SAIDELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
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R .LAND SUR
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(435) 789-1017

(NAD 83)
LEGEND SCALE DATE SURVEYED: DATE DRAWN:

LATITUDE =
39°43'55.87" (39.732186) .. .

1 = 1000 10-10-05 11-12-05

LONGITUDE=
110°04'27.80" (110.074389)

= 90 SYMBOL PARTY REFERENCES
(NAD 27) D.R. A.H. P.M. G.L.O. PLAT

= PROPOSED WELL HEAD. LATITUDE =
39°43'56.00"'{39.732222)

LONGITUDE =
110°04'25.26" (110.073683)

WEATHER FILE

A = SECTION CORNERS LOCATED- COOL BILL BARRETT.



BillBarrett Corporation
Peters Point Unit Federal 6-36-12-16
Peters Point Unit
Lease UTU-04049
SE/NW Sec. 36, T12S, R16E
Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal - BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit willbe valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented such that the top-of-cement extends a
minimum of 100 feet into the surface casing.

6. A cement bond log (CBL) or other appropriate tool for determining top-of-cement,
shall be run on the production casing string, unless cement is circulated to
surface.

7. If logging reveals that the cementing objectives were not met, remedial cementing
willbe required.

8. Locally, the Green River Formation is known to contain oil, gas, oilshale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion
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Peters Point 6-36-12-16

B. 5URFACEUSE

1. The followingappendices are attached for your reference. They are to be
followed as conditionsof approval:

SM-A,Seed Mixture for Berms, TopsoitPiles, Pad Margins
SM-6, Seed Mixture for Final Reclamation (buried pipelines, abandoned
pads, roads, etc.)
TMC1,Browse Hand Planting Tubeling Mixtures
Lease Stipulations, see attached Table 2.3 from EAfor West Tavaputs
Plateau Drilling Program.
Applicant-committed environmental protection measures,see attached
Appendix B

2. The mud pit will be lined with an impermeable liner. Fill from the ptt would
be stockpiled within a drainage controlberm along the edgeof the pit and
adjacent edge of the welt pad.

3. Within sixmonths of installation, surface structures shall be painted in the
followingflat, earth tone color: Olive Black (5WA20-6). This Fuller O'Brien
color is for reference only. Anybrand of paint may be used provided the colors
match. Anyfacilities that must be painted to complywith OSHAstandardsare
exempt.

4. In areaswhere the soil surfaceshowsevidence of biologicatsoitcrusts, the top
uppermost (1/4-inch) of undisturbed biological soilsfrom adjacent an
undisturbed area shall be randomly collectedfrom smattareas (approximately
12-inch squares)and cast overthe reclaimedsite immediately following final
reclamation to the facilitate re-establishment of soil crusts. Suchactionswould
mitigateimpacts to soilcrustsin the long-term, althoughshort-termimpacts
would remain.

5. BBCshall provide the authorized officer with an annualreport of water
consumedfor the entire field for drilling, completion,and dust-suppression
activities. This report shalldetait the amounts usedand the source of the
water.

6. Where appropriate use brush-hogor similarequipmentto minimizeimpact to
vegetation and enhance re-growthand revegetation
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7. Feather edges of disturbed area by creatinga vertical transitionfrom taller to
shorter vegetation alongdisturbed edges.Vary width of disturbance and
preserve some plant masses to create a morenaturally appearing edge and
thereby avoidstraight, sweeping, andconverginglines in the landscape.

8. Reduce overall width of surface disturbance by workingwith equipment on the
road, and taking advantage of the access alreadyprovided by the roadway.

9. BBCshallimplement an effectiverevegetation plan, including installation of
shrubsand tubetings,thus establishinglarger plants early.

10. Use rocks and downedvegetation to "break up" new texturescreated by
disturbance andexposureof soils,andto provide "planting pockets" for the
establishmentof new plant materials.

11. At stream crossingskeep att equipmentawayfrom edge of escarpmentsand
streambanks therebyminimizingimpacts to escarpmentedge, andstabilize
these edgespre-construction usingvegetative or mechanical methods.

12, Refer to TMC1,Browse Hand Planting Tubeling Mixtures to easilyestablishfast-
growing shrubs in seed mixand as tubetings.

13. To minimizethe chance of undesirable plant species (especiallyseeds)from
being carried into the WTPPA,equipmentwould be power-washed before being
brought in.

14. Heavy equipmentwould not mobilizeor demobilizethroughNineMite Canyon
onweekends or holidays.

15. Recontour all disturbed surfaces to more natural-appearing landform, similarin
topography to pre-disturbance and surrounding landscape. Prepare the soilsfor
proper revegetation and implement best management practices for
revegetation anderosioncontrol.

16. The Mexican Spotted OwlConservation Measures to avoid impacts:
1. Employbest availabletechnologyon production wells and compression

equipmentwithin .5 miles of canyon habitat model.
2. Upon discoveryof individuals or sightings of this species,halt

construction/drilling activitiesand notify authorizedofficial.

17. No construction/drillingactivities shalloccurduring the time of the year
November 1 throughMay 15 for sage-grousewinter
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18. Mule deer on critical winter ranges shall be protected by seasonalrestrictions
on constructionfrom November 1 through May 15 where federal permits are
required. For the 2006 - 2007 season an exceptionis granted to this COA.

19. Etk on highpriority and critical winter rangeswould be protected by seasonal
restrictions on constructionfrom November 1 throughMay 15. For the 2006 -

2001seasonan exceptionis granted to this COA.

20. APateontologistacceptableto the Stu witt monitor construction activityfor

surface disturbing activities described in the APD.If paleontologicresources
are uncovered during construction activities,the operator shall immediately
suspendattoperations that will further disturb such resources, and
tremediately notify the Authorized Officer (AO).The AOwill arrangefor a
determination of significanceand, if necessary, recommenda recoveryor
avoidanceplan.

21. There is an eligiblesite, 42Cb2085, whtch is located along the access road.
The hearth at 42Cb2085is located about16 meters from the existingpipeline
that will be replaced. A temporaryfence shallbe constructed atongthe site
boundary to assist with avoidance during construction. A qualified archeologist
shalt direct the placement of the fence. Alldisturbance activity shallbe
limited to the bladed road, and in the vicinityof site 42Cb2085, the new
pipeline shall be "boomed" into place, to further avoidthe eligible site.

22. The companyshallprovide geo-referenced spatial data depicting as-built
locations of att facilities, wells, roads, pipelines, power tines,andother related
facilities to BLMby November1 of each year until completionof project
construction activities has occurred.

GENERALCONSTRUCTION

21. Operator shallcontact the Price BLMOfficeat least forty-eight hours prior to
the anticipatedstart of constructionand/or anysurfacedisturbingactivities.
The BLMmayrequire and schedulea preconstruction conference with the
operator prior to the operator commencingconstructionand/or surface
disturbing activities. The operatorandthe operator'scontractor, or agents
involved with constructionand/or anysurfacedisturbing activities associated
with the project, shall attend thisConference to review the Conditionsof
Approvat and plan of development. The operator'sinspector will be designated
at the pre-drill conference, and is to be givenan approved copyof all maps,
permits and conditionsof approval before the start of Construction. The
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will also designate a representative for the project at the preconstruction
conference.

22. The operator shall designate a representative(s)who shall have the authority
to act upon and to implement instructions from the BLM. The operator's
representative shall be available for communicationwith the BLA within a
reasonable time when constructionor other surface disturbing activities are
underway.

23. Any archaeology/cultural resource discovered by the operator, or any person
working on his behalf, on public tandare to be immediately reported to the
Price BLAOffice. The operator will suspendatt operationsin the immediate
area of such discovery until written authorizationto proceed is issued by the
Price BLMOffice. An evaluationof the discovery will be made by the BI.Mto
determine appropriate actions to prevent the loss of significant cultural or
scientificvalues. The operator is responsiblefor the cost of evaluationof any
site found during construction. The BLMwill determine what mitigation is
necessary.

Any paleontological resource discoveredby the operator,or any person working
on his behalf, on public land is to be immediately reported to the Price BLM
Office. The operator will suspendatt operationsin the immediate area of such
discovery until written authorizationto proceed is issued t>ythe Price BLM
Office. An evaluation of the discoverywill be made by the BLMto determine
appropriate actions to prevent the toss of significant cultural or scientífic
values. The operator is responsiblefor the cost of evaluationof any site found
during construction. The BLMwill determine what mitigationis necessary.

24. During project construction, surface disturbance and vehicle travel shall be
limited to the approved location and access routes. Any additional area
needed must be approvedby the Price BLMOffice prior to use.

25. The operator must provide a trash Cage for the collection and containment of
all trash. The trash shallbe disposed in an authorized landfill. The location
and accessroads shallbe kept litter free.

26. Vegetation removatnecessitated by constructionshall be confinedto the timits
of actual construction. Removed vegetation will be stockpiledfor use in
reclamation or removed from the constructionsite at the direction of the BLM.

27. Prior to surface disturbance, topsoil is to be separately removed and
segregatedfrom other material. Topsoil depth will be decided onsite by BLM.
If the topsollis less than 6 inches, a 6-inch layer that includes the A horizon
and the unconsolidated material immediately below the A horizon shall
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removed and the mixture segregated and redistributed as the surface soit
layer.

Generally topsoil shall be stored within the pad site or adjacent to access
roads. The company in consultationwith BLMshall determine stockpile
locations and dimensions at the onsite. If the topsoil stockpileswitt not be

redistributed for a period in excess of one (1) year, the stockpilesare to be

seededwith seed mixture SM-A(attached).

ROADand PIPELINECONSTRUCTION

28. Operator shall provide an inspector under the direction of a registered
professional engineer (PE) at att times during road construction, A PE shall

certify (statement with PE stamp) that the road was constructed to the
required Bureau of Land Management (Bl.M)road standards.

29. Roadconstructionor routine maintenance activities are to be performed during
periods when the soil can adequatelysupport constructionequipment. If such
equipmentcreates ruts morethan 6 inches deep, the soil is deemed too wet to
adequately support construction equipment. Whenever dust plumes exceed
200 feet the company shalt water the road to abate the dust

30. The operator is responsible for maintenance of att roads authorized throughthe
lease or a right-of-way. Constructionandmaintenance shall complywith Class
it or IIIRoad Standards as described in BLMManuat Section 9113 and the Moab

District Road Standards, except as modifiedby Bl.M. Maintenance may include
but is not l1mited to grading, applyinggravel, snowremoval, ditch cleaning,
headcut restoration/prevention.

31. Topsoil from access roads and pipelines are to be wind rowed along the uphill
sideof the road or stored in an approved manner. When the road and pipeline
is rehab1títated, this soilwilt then be usedas a top coatingfor the seed bed.

32. Erosion-controlstructuressuchas water bars, diversionchannels,and terraces
will be constructed to divert water and reduce soil erosion on the disturbed
area. Road ditch turnouts shall be equippedwith energy dissipaters as needed
to avoid erosion.Where roads interrupt overlandsheet-flow and convert this
runoff to channel flow, ditch turnouts shall be designed to reconvert channet
flow to sheet flow. Rock energy dissipaters and gravel dispersion fans may be
used or any other design which would accomplishthe desired reconversion of
flow regtme. As necessary cut banks, road drainages, and road crossingsshall
be armored or otherwise engineered to prevent headcutting.

PAD
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33. During the construction of the drift pad, suitable topsoit material is to be
strippedand conservedin a stockpiteon the pad. If stockpilesare to remain
for more than a year, they shallbe seeded with the seed mixture in appendtx
SM-A,attached.

34. Generally, drill pads are to be designed to prevent overland flowof water from

entering or leavingthe site. The pad is to be slopedto drain spillsandwater
into the reserve pit. The drill pad shalt be designed to disperse diverted
overland flow and to regulateflow velocity soas to prevent or minimize
erosion. Well pad diversionoutletsshall be equippedwith rock energy
dissipators and gravel-bedded dispersionfans.

35. In the event construction can't be completedprior to winter closures,
measures to prevent erosion from upcomingspringsnowmeltshallbe takenas
follows:

a. 1.ooseearth anddebris will be removedfrom drainages, and flood
plains.

b. Earth anddebris shalt not be stockpiled on drainage banks.
c. Road drainages shall be checkedto ensure there are nonewith
uncontrolled outlets.

1. Be sure all ditch drainages have an outlet to prevent ponding.
2. If necessary,build temporarysediment ponds to capture
runoff from unreclaimed areas.
3. Re-route ditches as neededto avoid channelingwater through
loosened soit.

36. Excess material from road bladingmustnot be plowed into drainages, Remove
excess material and deposit at approvedlocations.

REHABl(ITATIONPROCEDURES

Site Preparation

37. The entire roadbed shouldbe obliterated and brought back to the approximate
originalcontour. Drainage control is to be reestablished as necessary. All
areas affected by road construction are to be recontoured to blend in with the
existing topography. All berms are to be removed unless determined to be
beneficial by BLM. In recontouringthe disturbed areas, care shouldbe taken
to not disturb additional
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Seedbed Preparation

38. An adequate seedbed shouldbe prepared for allsites to be seeded. Areas to
be revegetated shouldbe chisetedor disked to a depth of at least 12 inches
unless restrained by bedrock.

39. Ripping of fill materials shouldbe completedby a bulldozer equipped with
single or a twinset of rippershanks. Rippingshouldbe done on 4-foot centers
to a depth of 12 inches. The process shouldbe repeated until the compacted
area is loose and friable, and then shallbe followedby final grading. Seedbed
preparation will be consideredcomplete when the soit surfaceis Completely

roughened and the number of rocks (if present) on the site is sufficient to
cause the site to match the surroundingterrain.

40. After final grading, the stockpiled topsoitshall be spread eventyacrossthe
disturbed area.

Fertilization

41. Commercialfertilizer with a formulaof 16-16-8 is to be appliedat a rate of 200

pounds per acte to the site. The rate may be adjusted depending on soit.

42. Fertilizer is to be applied not more than 48 hours before seeding, and shaltbe

cultivated into the upper 3 inches of soit.

43. Fertiliter is to be broadcast overthe soil using hand operated"cyclone-type"
seedersor rotary broadcast equipmentattached to constructionor
revegetationmachineryas appropriateto slope. Attequipmentshouldbe
equippedwith a metering device. Fertilizer application is to take place before
the final seeding preparation treatment. Fertilizer broadcastingoperations
shouldnot be conducted when windvelocities would interfere with even
distribution ofthe material.

Mulching

44. When it is time to reclaim this location, the Price BLMOfficewill determine
whether it wiu be necessary to use mulch in the reclamation process. The type
of mulch shouldmeet the followingrequirements: Wood ceuutosefiber shall
be naturat or cooked, shall disperse readily in water, and shallbe nontoxic.
Mutth shallbe thermally produced and air dried. The homogeneoussturry or
mixtureshaltbe capable of applicationwith power spray equipment. Acolored
dye that is noninjuriousto plant growth may be usedwhen specified. Wood
cellulosefiber is to be packaged in new, labeled containers. A
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application of 1600 pounds per acre shall be applied. A suitabletackifiershall
be applied with the mulchat a rate of 60 to 80 pounds per acre.

An alternativemethodof mulchingon small sites would be the
applicationof strawor hay mulchat a rate of 2000pounds per acre.
Hayor straw shallbe certified weed free. Following the applicationof
strawor hay, crimpingshall occurto ensure retention.

Reseeding

45. Alldisturbed areas are to be seededwiththe seed mixture required by the
BLM. The seed mixture(s)shallbe planted in the fall of the year (Sept-Nov), in
the amounts specifiedin pounds of pure live seed (PLS)/acre. If fall seedingis
not feasible, the seed mixture(s) shall be planted April 30-May31. There shall
be no noxiousweed seed in the seed mixture. Seed will be tested and the
viability testingof seed shallbe done in accordancewith State law(s)and
within 12 monthsprior to planting. Commercial seedwill be either certified
or registered seed. The seed mixture container shall be tagged in accordance
with State law(s)and avattable for inspection by the BLM. Seed is to be
planted usinga drill equipped with a depth regulator to ensure proper depth of
planting where drilling is possible. The seed mixture shallbe eventyand
uniformly planted over the disturbed area. (Smaller/heavier seedstend to
drop to the bottom of the drill and are planted first. Appropriate measures
shouldbe taken to ensure thisdoes not occur.) Wheredrilling is not possible,
seed is to be broadcast and the area rakedor chained to coverthe seed.
Woodyspecies with seeds that are too targefor the drift will be broadcast.
When broadcasting the seed, the pounds per acre noted below are to be
increased by 50 percent.

Reseeding may be required if a satisfactory stand is not established to the
surfacerights owner'sspecifications. Evaluation of the seeding'ssuccesswill
not be madebefore completionof the secondgrowingseason after the
vegetation becomes established. The Price BLAOffice is to be notified a
minimum of seven days before seeding a project.

46. The disturbed areas for the roadand pipeline mustbe seeded in the fall of the
year, immediately after the topsoitis reptaced. The prescribed seed mixture is
attached as appendixSM-B.
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47. Prior to the use of insecticides, herbicides, fungicides, rodenticides and
other similarsubstances, the operator must obtain from BLM,approval
of a written plan. The plan must describe the type andquantity of
material to be used, the pest to be controlled,the methodof
application,the location for storage and disposalof containers, and
other information that BLMmay require. A pesticide may be used only
in accordancewith its registered uses andwithin other agency
limitations. Pesticides must not be permanently stored on public
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Seed Mix Al
TemporaryDisturbance

(for berms, topsoil piles, pad marSins)

PorbenLbs

Yellow Sweetelover 2.0 lbs/acre
Ladak Alfalth 2.0 lbs/acre
Cicer Milkvetch LOlbs/aco
Palmer Penstemon 0.5 lbs/acre

Grasses Lbs

Crested Wheatgrass 2.0 lbs/acre
Great BasinWildrye 2.0 lbs/acre
intermediate Wheatgrass 2.0 lbs/acre

Tötal 11.5 lbs/acre
i Seed mix A is designed for rapid establishment, sollholding ability, andnitrogen 11xingcapability.
C-4 EA, WestTavaputsP/øeau Drilling Program

Seed Mix B
Final Reclamation

(for buried pipe lines, abandoned pads, road, etc.)

Forbes Lhs

PalrnerPenstemon 0.5 Ibs/acre
GoldánCryptantha 0.25 lbs/acre
Utah Sweetvetch 0.5 lbs/acre
Yellow Sweetclover' 2,0 lbs/acre
Lewis Flax 1.0 lbs/acre

Grasses Lbs

Indian Ricegrass I.0 lbs/acre
Noodle & Thread Grass 1.0 lbs/acrc
IntermediateWheatgrass 2.0 lbs/acre
BlueGrama 0.5 lbs/acre
Galletta 0.5 lbs/acre
GreatBasin Wildrye 2.0 lbs/acre

Wandy Flaats Lbs

Fourwing Saltbush 2.0 lbs/aore
Winterfat 0.5 lbs/acre
Wyoming Big Sage brush 0.25
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Utah Serviceberry 1.0 lbs/aem
Blue Elderberry(Raw Seeds) LO lbs/acre

Total 16.0Ibs/acre
i Yellow Sweetoloveris plantedas a nurse crop to providesolar protection, soil bindingand
nitrogen
fixing. It will normallybe crowdedoutin 2 to 3
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TMC 1: Browse Hand Planting
Tubeling Mixtures

One of the twobrowse species lists (checkedbelow)are to be handplantedat the prescribed
application rateandacconiingto the followingprescribed methodson areas that are undergoing
long term reclamation. The would includeall pipelinecorridors, berm aroundedge of drill pads,
miscellaneous disturbedamas associated with constructionsuch as stagingareas for equipment,
sidecaston mad cuts, along sideupgradedor new roads upto and includingborrowditch and in
the termination of redundant accessroadsbeing closed. This planting shall be completed in the
first planting window followingcompletion of constructionand on all other disturbedareas upon
final reclamation.

Plasting Methods:

Plantingshall be accomplishedusinga labor forcewith specificexperiencein landscape
restoration, hand plantinB methods and handlingand care of browsetubling and or barerootstock
plants.

Browse plants to be utilized can be barerootstock or tubling stock plants of 1year old age class
or greater.

Browse seedling protectorswill be used to provide protection from browsing ungulates for two
years. Seedling protectors will be of an open mesh rigid designthat will breakdown when
exposedto sunlightand that measuresa minimumof 12 inches in length and 4 inches in diameter.

Plantingshallbe completedin the spring(March 1-April1) and or fall (November 1-December1)
planting windows.

Browse plants shall be stored and handled in such a manneras to maintain viability,according to
the type of browsestockbeing used.

Planting Species and Application Rate:

[ ] Sagebrush-Guss [ ] Finyon-
Juniper

Plants Per Acro
Species

Wyoming Sagebrush (Gordon Creek) 100 50
Fourwing Sakbush (Utahseedsource collected 100 50

at or above 5,000 feet clevation)
Truc Mountain Mahogany (Utah seed souwe) 0 50
AntelopeBitterbrush(Utah seed source) 0 50

Total 200 200

Suitable Substitutions:

Utah Serviceberry no 50
Winterfat 100
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APPENDIX B:
APPLICANT-COMMITTBD ENVIRONMENTAL PROTECTION
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1.0 INTRODUCTION

AppendixB is part of BBC's ProposedActionfor the WTPDP as describedin Chapter2.0, and BBC will
coinply with the standards, pocedures, and requirements contained in Appendix B whenimplementing
the Alternatives unless otherwise provided for by the BLM Authorized Officer (AO). Appendix B
describes standardpracticesutilized to mitigate adverseeffectscausedbysurface-disturbing
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2.0 STANDARD PRACTICES

The following BMPs/Applicant-CommittedProtection Measures(ACEPM)will be applied to all federal
lands within the WTPPA by BBC to minimize impactsto the environment. Exception, modification,or

waiver of a mitigation requirementmay be granted if a thorough analysis by BLM determines that the
resouree(s) for which the measurewas developedwillnotbe impacted by the project activity. Further
site-specificmitigationmeasures may be identified duringtheapplicationfor permit to drill (APD) and/or

right-of-way(ROW)applicationreviewprocesses.

2.1 PRECONSTRUCTION PLANNING ANDDESIGN MEASURES

1. BBC and/or their contractorsand subcontractorswill conductall phases of project implementation,
including well location, road and pipeline construction, drilling and completion operations,
maintenance,reclamation, and abandonmentin full compliancewith all applicable federal, state,and
local laws and regulations and within the guidelinesspecifiedin approvedAPDs andROW permits.

BBC will be held fully accountable for theircontractor's and subcontractor'scompliance with the
requirements of the approvedpermit and/or plan.

2. Implementation of site-specificactivities/actionswill be contingent on BLM determiningthat the
activity/actioncomplieswith the followingplans:
• SurfáceUse Plan and/or Planof Development; and
- Site-epecificAPD plans/reports (e.g., road and wellpaddesign plans, cultural clearance, specía!

status plant speciesclearance, etc.).
The aboveplans may be preparedby the Companiesfor the project alta or submitted incrementally
with each APD,ROW application, or ŠundryNotice (SN).

2.2 R(iADS

1. BBC will construct roads on private surface in a safe and prudent mannerto the specifications of
landowners.

2. Roads on federal surface will be constructed as described in BLM Manual 9113. Where necessary,
running surfacesof the roads will be graveled if the base does not already containsufficient
aggregate.

3. Existing roads will be used whenthe alignment is acceptable for theproposed use. Generally, roads
will be requiredto follownatural contours;provide visual screeningby constructing curves, etc.; and
be reclaimed to BLMstandards.

4. To contröl or reduce sedimentkom roads, guidance involvingproper road placementandbufferstrips
to stream channels,graveling, proper drainage, seasonal closure,and in some cases, redesign or
closure of old roads will be developed when necessary. Constructionmay also be prohibited during
periods when soil materialis saturated,frozen,or when watersheddamage is likelyto occur.

5. Available topsoil will be stripped om all road corridon prior to commencementof construction

activities and will be redistributed and reseeded on backslope areas of the borrow ditch after
completion of road construction activities. Borrow ditches will be reseeded in the first appropriate
seasonafter initial
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6. On newly constructedroads and permanent roads,the placement of topsoil,seeding, and stabilization
will be required on all out and tillslopes unlessconditions pmhlbit this (e.g., rock). No unnecessary
side.casting of material(e.g.,maintenance) on steepslopes will be allowed.

7. Reelamation of abandonedroads will include requímmentsfor rcshaping, recontouring,resurfacing
with topsoil, installationof water bars, and seeding on the contour. Road beds, wellpads,and other
compacted areas willbe ripped to a depthof 1.0 foot on 1.5 feetcenters to reduce cornpactionprior to
spreading the topsoil across the disturbed area. Stripped vegetation will be spread over the
disturbance for nutrient recycling,wherepractical. Fertilizationor fencingof these disturbanceswill

not normally be requimd. Additionalerosioncontrolmeasures(e.g.,fiber matting) and roadbarriers
to discourage travel may be required.Graveledroads, wellpads, and othersites will be stripped of
usable gravel and hauled to new construction sites prior to ripping as deemed necessary by the AO.
The removal of structuressuch as bridges,culverts,cattleguards,and signs will usually be sequimd.

8. Main artery roads, regardlessof theprimary user,will be crowned, ditched, drained, and, if deemed

appropriateby theAO, surfacedwith gravel.

9. Unnecessary topographic alterations will be mitigatedby avoiding, where possible, steep slopes,
rugged topography, and perennial and ophemeraVintermittentdrainages, and by minimizing the area
disturbed.

10. Upon completion of construction and/or production activities, the Companies will testom,to the
catent practicable, the topographyto near pre•cxisting contours at well sites,access roads, pipelines,
and otherfacilitysites.

11. Existing roads will be used to the maximum extent possibleand upgraded as necessary.

12. BBC will complywith existing federal,state, and countyrequirementsand restrictions to protect road
networks and the travelin5public,

13. Specialarrangements will be made with the Utah Departihentof Transportation to transport oversize
loads to the project area. Otherwise, load limits will be observed at all times to prevent danungo to

existingroadsurfaces.

14. All development activities along approved ROWs will be restricted to areas authorized in the
approved ROW.

15. Roadsand pipelines will be locatedacgacentto existing linear facilitieswherever practical,

16. BBC and/or their contractors will post appropriate warning signs and requireproject vchioles to
adhere to appropriatespeed limits on project requiredroads, as deemednecessary by the AO.

16. BBC will be responsible for necessary preventativeandcorrectiveroad maintenance for the duration
öf the project. Maintenance responsibilities may include, but are not limited to, blading, gravel
surfacing, cleaning ditches and drainage facilities, dust abatement,noxious weed control, or other
mquirements as directedby the
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2.3 WELLPADS AND FACILITIES

1. In conformance with Onshore Oil and Gas Order No. 1, BBCwill prepare and submit individual
comprehensive drill site design plans for BLhí approval. These plans will show the drill location
layout over the existing topography;dimensions of the location; volumesand cross sections of cut
and fill; location and dimensions of reserve pits; existing drainage patterns; and access road egress
and ingress. Plans will be submittedand approvedprior to initiationof construction.

2. No surfäce disturbance is recommended on slopes in excess of 25¼ unless erosion controls can be
ensured and adequate revegetationis expected. Enginecrin8 proposals and revegetation and
restoration plans will be required in theseareas.

3. Reserve pits will be constructed to ensure protection of surface and ground water. The review to
determine the need for installation of lining materialwill be done on a case-by-case basis and
considersoll permeability,water quality, and depth to ground water.

4. Reserve pit linerswillhave a mullenburst strength that is equal to or exceeds 300 pounds, a puncture
strengththat is equal to or exceeds 160 pounds, andgrab tensile strengths that are equal to or exceed
150 pounds. There will be verified test results conductedaccording to ASTM test standards. The
IIncrwill be totally resistantto deteriorationby hydrocarbons.

S. Produced water from oil andgas operationswillbe disposedof in accordancewith the requirements
ofonshore Oil and Gas Order #7.

6. Pits willbe fencedas specified in individual authorizations. Any pit containingharmfulfluids will be
maintained in a mannerthat will prevent migratoly bird mortality,

7. Disturbances willbe managed/reclaimedfor zero runoff from the welipad or other facility until the
area is stabilized. All excavationsand pits will be closedby backfilIIngand contouringto confbrm to
sorroondingterrain. On wellpadsand other facilities,the surface use plan will includeobjectivesfor
successibi reclamation including soll stabilization,plant community coinposition, and desired
vegetation densityand diversity.

8. On producing wells, BBC will reduce slopes to original contours (not to exceed 3:1 slopes). Areas
not used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded, and erosion contml measures installed. Emslon control measures will be required after
slope reduction. Mulching, erosion control measures, and fertilization may be required to achieve
acceptable stabilization.

9. Abandoned sites willbe satisfactorily rehabilitatedin accordance with the approvedAPD.

2.4 PIPELIltES

I. Pipeline construction methods and practices will be completed in such a manner so as to obtain good
reclatuationand the re-establishment of the nativo plant community.

2. On ditches exceeding24 inches in width, 6 to 12 inchesof surface soil will be salvagedon the entire
right-of-way,where practicable. When pipelinesare buried, therewill be at least 30 inches of backfill
on top of the pipe, Backfill will not extend above the original ground level after the fill has settled.
Guidesfor construction and water bar placement found in "Surface Operating Standardsfor Oil
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Gas Exploration and Development" (BLM and USFS 1989) will be followed. Bladed surface
materials will be re-spread upon the cleared route once construction is completed. Disturbed areas
that have been recialmed will be fenced when the route is near livestock watering areas at the
discretionof theAO.

3. Pipeline ROWs will be located to minimize soil disturbance to the greatest extent pracdcable.
Mitigation will include locating pipeline ROWs adjacent to access roads to minimize ROW
disturbancewidths,or routing pipelineROWsdirectly to minimizedisturbancelongitts.

4. Existing crowood and ditched roads will be used for accesswhere possible to minimize surface
disturbances. Clearingof pipeline ROWs will be accomplishedwith the least degree of disturbance
to topsoil. Where topsoil removal is necessary,it will be stockpiled (windrowed) and re•spread over
the disturbed area after constructionand backfilling are completed. Vegetation removedûom the
ROW will alsobe re-spread to provide protection,nutrient recycling,and a seed source.

S. Temporary disturbanceswhich do not require major excavation (e.g., small pipelines) may be
stripped of vegetation to ground level using mechanicaltreatment, leaving topsoil intact and root
massesrelatively undisturbed.

6. To promote soil stability, backfill over the trench will be compacted so as not to extend above the
original ground level after the fill has settled. Wheel or other methods of compactingthe pipeline
tronobbackfill will occur at two levels to reduce nonchsettling and water channeling-once after 3
feet of fill has been replacedand oncewithin 6.12 inches of the surface. Water bars, mulching,and
terracing will be installed, as needed, to minimizeerosion. Instream prote¢tion structures (e.g., drop
structures) in drainagescrossed by a pipeline will be installed at the discretion of the AO to prevent
erosion.

7. BBC will adhere to the followingprocedures regardingthe installationof pipelines during periods
when the earth is frozen.
• The BLM Price Field OfScewill be contactedat least 10 days prior to anticipated start of pmject.

The profeetwill not proceed until suchtime as authorization from BLM has been receivedby the
Companies.

• A BLM representative will be on the groundat the beginning of construction.
• Snow, if present,willbe removed utilizing a motor grader.
• Vegetationwill be scalpedand windrowedtooneside of the right-of-way.
• A wheel trencher wiB be used to removeapproximately6-8 inches of topsoil fromthe top of the

pipeline ditch and windrowit to one side.
• A trench approximately4 feet doop will be dug using a whool trencher and the soll will be

stockpiledto one side, making sure the top soll or spoil do not get mixed together.
• Thepipeline WIIIbe installed, the trenchbackfilled,and the spoil compacted in the trench.
• Stockpiledtopsoilwill be placed in the trenchand compacted.
• Scalpedvegetation back will be placed backon right-of-wayusing a motor grader.
• The entire right.of-way will be reseededas normal in thespringañer the thaw.

Theseprocedures will be incorporated in every Plan of Development where construction in frozen
earth is
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2.5 AIR QUA1JTY

1. BBC will comply with all applicable local, state, and federalair quality laws, statutes, regulations,
standards,and implementationplans.

2, BBC will obtainall necessaryair qualitypermitsikomUDAOto construct,test, andoperatefacilities.

3. AII internalcombustionequipmentwill be kept in good working order.

4. The Companieswill usewater at construction sites,as necessary, to abate fugitivedust.

5. The Companieswill not allow any open burningof garbageor refuse at well sites or other facilities.

2.6 VEGETATION

1. Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and existing easements, limiting
equipment/materialsstorage yard and stagingarea size, etc.).

2. Wellpads and associated roads and pipelines will be locatedto avoid or minimizeimpacts in areasof
high value (e.g., sensitivespecieshabitats,wetland/riparian areas).

2.7 SOÍLS

1. Surface-disturbingactívities will be examinedon a site-specificbasis, ovaluatingthe potential for soil
loss and thecompatibility of soll proportleswith prqject design. Stipulationsand mitigating measures
will bedevelopedon a case-by-casebasis to ensure soil conservationand practical management.

2. BBCwill restrict constructionactivities during periods whensoils am saturated and excessive rutting
(>4inches with multiple passes)would occur.

3. Salvageand subsequent replacementof topsoil will occur for surface-disturbingactivities wherever
specifiedby théAO.

4. Before a surfa¢e•disturbingactivity is undertaken,topsoildepth will be determinedand the amount of
topson to be removed, alongwithtopsonplacementareas,will be specified in theauthorization. The
uniform distributionof topsoil over the area to be reclaimedwill occur unless conditions warrant a
varying depth. On large surface-disturbing projects topsoilwill be stockpiled and seeded to reduce
erosion. Whem feasible, topsoil stockpiles will be designed to maximize surface area to reduce
impacts to soilmicroorganisms.Areas used for spoil storage will be strippedof topsoil before spoil
placement, and the replacement of topsoil after spoil removal will be required.

S. BBC will avoid adverse impacts to sofisby:
• minimizingthe area of disturbance;
• avoidi 8 construction with frozensoll materialstotheextent practicable;
• avoiding areaswith high erosion potential (e.g.,unstablesoll, dunal areas, slopes greater than

25%, floodplains),wherepracticable;
• salvagingand selectivelyhandlingtopsoil from disturbedareas;
• adequatelyprotectingstockpiledtopsoil and mplacing it on the surface during roclamation;
- leaving the soll intact(scalpingonly) duringpipelineconstruction,where
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- using appropriate crosion and sedimentation control techniquesincluding, but not limited to,
diversion terraces, riprap,and matting;

• promptlÿ revegetating disturbed areas using adaptedspecies;
• applying temporaryerosioncontrolmeaswes such as temporaryvegetation cover, application of

mulch, netting,or soilstabilizers;and/or
• constructingbarriers,as appropriate,to minimizewind and water erosion and sedimentationprior

to vegetation establishment.

6. Appropriateerosioncontroland revegetationmeasures will be employed, Grading and landscaping

will be usedto minimize slopes, and water bars will be installed on dismrbed slopes in areas with
unstable solls where seeding alone may not adequately control erosion. Erosion control efforts will

be monitond by theCompanies and necessarymodificationsmadeto control erosion.

1. Sufficienttopsoil or other suitablematerialto facilitaterevegetation will be segmgated from subsoils

duringall construction operationsrequiring excavationand will be returned to the surface upon
completionof operations. Soils compactedduringconstruction will be ripped and tilled as necessary
prior to reseeding. Cut and fill sections on all roads and along pipelines will be revegetatedwith
nativespecies.

8. Any accidental soil contamination by spliisof petroleumproductsor other hazardous materials will
be cleaned up by the Companies and the soil disposed of or rehabilitated according to applicable
rules.

9. BBC will restrict off-roadvehicle (ORV) activity by employees and contract workers to the
immediatoarea ofauthorized activity or existing roadsand trails.

2.8 RËCLAMATION

1. BBC's reclamation goals will emphasize: 1) protectíon of existing native vegetation; 2) minimal
disturbance of theexisting environment; 3) soll stabilization through establishmentof.ground cover;
and4) establishmentof native vegetation consistentwith landuse planning.

2. All reclamation will be accomplishedas soonas possible after the disturbante occurswithefforts
continuing until a satisfactoryrevc8etationcover is established.

3. Seed mixtumsfor reclaimedareas will be site-specific,composed of native species, and will includo
species promotingsoil stability. A pre-disturbancespecies compositionlist will be developed if the
site includes severaldifferent plant communities. Livestock palatability and wildlife habitat needs
will be given consideration during seed mix formulation. BLM Manual 1745, Introduction,
n'ansplant,Augmentation, and Reestablishmentof Fish. Wildlffe,and Plants, and Executive Order
No. l1987, £xotic Organisms,willbe used as guidance.

4. Interseeding, secondaryseeding, or staggeredseeding may be used to accomplish revegetation
objectives. Duringrehabilitationof amas in important wildlife habitat, povision will be made for the
establishment of native browse and forb species. Pollow-up seeding or correctiveerosion control
measures will occuron areas where initial reclaination efforts are unsuccessful.

S. Any mulch used by BBC will be weedfree and free from mold, fungi, or noxious weed seeds. Mulch
may includenative hay, smallgrain straw, wood fiber live mulch, cotton, jute, syntheticnetting, and
rock. Strawmulch will contain fibers long enough to facilitate crimping and provide the greatest
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6. BBC will be responsible for the control of all noxiouswcedinfestations on disturbed smfaces. Aerial
application of chemicals will be prohibitedwithin0.25 mileof specía! statusplant locations,and hand
application will be prohibited within 500feet. Herbicideapplication will be monitoredby the AO.

7. Recontouring and secdbed preparation will occur immediately prior to reseeding on the unused

portion of wellpads, road ROWs, and entire pipeline ROWs outsideof road ROWs. In the event of
unoconomicalwella,BBC will initiatereclamation of the enthewelipads, access road,and adjacent

disturbed habitatas soon as possible, BBC assumesthe responsibilityto see that their exploration,
development, production,and construction operations are conducted in a manner which results in the
proper reclamation of disturbed lands. BBC will monitorreclamation to determine and ensure
successful establishmentof vegetation. No consent to terminadon of any bond will be given by the

AO until all the tenns and conditions of the approved permit(s)havebeen met.

8. Proper erosion and sedimentcontrol structuresand techniqueswill be incorporated by theCompanies
into the design of wellpads, roads, pipelines, and other facilities. Revegetation using a
BLM-approved,locallyadapted seedmixturecontaining native passes, for6s, and shrubs will begin
in the first appropriate season following disturbance. Vegetation removedwill be replaced with

lilantsofequal foragevalue and growthform using proceduresthat include:
• fall reseeding (September15 tó freeze-up),where feasible;
• spring reseeding (April30 - May 31) If fall seeding is not feasible;
• deep ripping of compactedsoils priorto reseeding;
• surfacepitting/roughening prior to reseeding;
• utili2ationofnative cool seasongrasses,forbs,andshrubsin the seedmix;
• interseeding shrubsintoan establishedstandof gmssesand forbs at least one year after seeding;
• appropriate, approvedweed control techniques;
• broadcastordrill seeding,dependingon site conditions;and
• fencingof certain sensitive reolemadonsites (e.g.,riparlan areas, stoop slopes, and areaswithin

0.5 mileof livestockwatering facilities)as determinednecessary through monitoring.

9. BBC will monitor noxious wood occurrence on the project area and implement a noxious weed
control program in cooperationwith BLM. Weed-free certificationby county extension agents will

be required for grainor strawused for mulchingrevegetated areas.

2.9 CANDIDATE PLANTS/SPECIAL STATUSPLANTS

1. Herbicide applications will be kept at least 500 feet from known special status plant species
populationsor other distancesdeemedsafe by the AO.

2. Wellpadsand associatedroadsand pipelines will be locatedto avoid or minimize impacts to areas of

high value (e.g.,specialstatus plant spcoieshabitats, wetland/riparlanareas).

2.10 WATERSHEDS

1. Crossing,sof cphemeral, intermittent, and perennial streams associated with road and utility linc
construction will generallybe restricted untilnormalflowsare establishedafter sprinB
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2.11 GEOLOGICAL/PALEONTOLOGICAL RESOURCES

1. Wells,pipelines, andancillary facilitieswill be designedand constructedsuchthat theywill not be
damaged by moderatoearthguakes. Any facilides defined as critical according to the Uniform
Butiding Code will be constructed in accordance with applicableUniform Building Code Standards
for SeismicRisk Zone 28,

2. If paleontological msources are uncovered during surfacedisturbing activitics, BBC will suspend
operations at the site that will fortherdisturb such materials and immediately contact the AO, who
will arrange for a determination of significance, and, if necessary, recommend a recovery or
avoidance plan.

2.12 CULTURAIÆISTORICAL RESOURCES

1. BBC will follow the cultural resommesandrecovery planfor the project.

2. If cultural resources are located within frozen soils or sediments that preclude the possibility of
adequately recording or evaluating the find, construction work will cease and the site will be
protected for the duration of ffozen soil conditions.Recordation, evaluation and recommendations
concerning further management will be made tothe AO followingnaturalthaw. 111eAO will consult
withthe affected parties andconstructionworkwillresume once management of the threatened site
has been finalized and the Notice toProceed has been issued.

3. BBC will Inform their employees, contractors and subcontractors about relevant federal regulations
intended to protect archaeological and cultural tesources. All personnel will be Informed that
collecting artifacts, including arrowheads,is a violationof federal law and that employeesengaged in
this activitymay be subjecttodisciplinaryaction.

2.13 WATER AESOURCES

1. BBC will maintain a complete copy of the SPCC Plan at each facility if the facility is normally
attended at least 8 hours per day, or at the nearestfield office ifthe facility is not so attended (40 CPR
112.3(e)).

2. BBC will implement and adhere to SPCC Plans In a mannersuch that any spill or accidental
discharge of oil will be mmediated. An orientationwill be conducted by the Companies to ensum
thatproject personnelare aware of the potential impactsthat can resultfkom accidental spills, as well
as theappropriate recourse if a spilldoes occur. Where applicable and/or required by law, streams at
pipeline crossings will be protected fromcontamination by pipeline shutotTvalvesor othersystems
caþableof minimizing accidental discharge.

3, If reserve pit leakageis detected, operations at thesite will be curtailed, as directed by the BLM, until
the leakageis corrected.

4. BBC will case and coment all gas wells to protect subsurface mineral and freshwater zones.
Unproductivewells and wells that have completed theirintendedpurpose will be properlyabandoned
and plugged using procedmos identified by BLM (federal mineral estate) and/or WOGCC(stateand
fee mineral
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5. All water used in association with thisprojectwill be obtained from sources previously approved by
the Utah StateEngineer'sOffice.

6. Erosion-prone or high sannityareas will be avoided whem practicable. Niecessaryconstructionin
these areas willbe timed to avoidperiods ofgitatest runoff.

7. BBC will incorporate proper containment of condensate and produced water in tanks and drilling
fluids in reserve pits, and will locate stagingareas for storageof equipment away from drainages to
prevent contaminants fromentering surfacewaters.

8. Prudent use of erosion control measures, including diversion terraces, riprap, matting, temporary
sediment traps, and water bars will be employedby the Companies as necessary. These erosion
control measures will be used as appropriate to control surfacerunoff generated at wellpads. The
type æd location of sedimentcontrolstructures,includingconstruction methods, will be described in
APD and ROW plans. If necessary, BBC may treat diverted water in detentionpondeprior to release
to meet applicable state or federalstandards.

9. BBC will construct channel crossingsby pipelines so thatthe pipe is buried at least 3 feet below the
channel bottom.

10. Streams/channelscrossedby roads will have culvertsinstalledat all appropriate locationsas specified
in the BLM Manual 9112-Bridges and M4/or Culvertsand Manual 9113-Roads. Stmems will be
crossed perpendicular to flow, whem possible,and all streamcrossingstructures will be designed to
carry the 25-yeardischargeeventor othercapacitiesas directedby the AO.

11. BBC will reshapedisturbed channelbeds to their approximateoriginalconfiguration.

1Ž, The disposal of all hydrostatic test water will be done in conformance with BLM Onshore Oil and
Gas Order No. 7. BBC will comply with stateandfederalregulations for water discharged into an
established drainage channel. The rate of discharge willnot exceedthe capacityof the channel to
convey the increased flow. Waters that do not meet applicable state or federal standards will be
evaporated,treated,or disposed of at an approved disposal facility.

13. BBC will prepare StormWaterPollutionPreventionPlans (SWPPPs)as requiredby WDEQNational
Pollution DischargeElimination System (NPDES) permit requirements on individual disturbances
thatexceed 5 acms in size or as requimdby fhturechanges in regulations.

14. Any disturbances to wetlands and/or waters of the U.S. will be coordinated with the COE, and 404
permitswill be securedas necessary prior to disturbance.

15. Where disturbance of wetlands, riparian amas, streams, or ephemeral/intermittent stream channels
cannot be avoided, COE Section404 permitswill be obtainedby BBC as required, and,in addition to
applicable above-listedmeasures,the followingmeasures will be applied where appropriate:
• wetland areaswill be crossed during dry conditions(i.e., late summer,fall, or dry winters);
• streams, wetlands, and riparían areasdisturbedduring project construction will be restored to as

near re-project conditionsas practical and, if impermeable soilscontributed to wetland formation,
solls will be compacted to reestablishimpermeability;

• wetlandtopsoilwill be selectivelyhandled;
• disturbed areaswill be recontoured and BLM-approvedspecies will be used for reclamation;



MAY-11-2007 15:56 FROM:BLMPRICE UTAH 4356363657 TO:4352592158 P.30732

EA,WestTavaputsPlateau DrillingProgram 8-11

• reclamation activitieswill begin on disturbod wetlands immediatelyafter completion of pmject
activitics.

114 NOISE

1. All engines required for project activities will be properlymuffled and maintained in accordance with

stateand federal laws.

2.15 WILDLIFE, FISHERIES. ANDTHREATENED AND ENDANGERED (T&E) SPECIES

L To minimizewildlife moriality due to vehicle collisions,BBC will advise project personnelregarding
appropriatespeedlimits in the poject arca. Roads no longerrequired foroperationswill be reclaimed

as soon as possible. Potential increases in poaching will be minimized through employee and
contractor education regarding wildlife laws. If wildlife lawviolations are discovend, theoffending
employeewill be subjectto disciplinaryactionby BBC.

2. BBC will potect (e.g., fence or net) userve, workover, and productionpits potentially hazardous to

prohibit wildlifeaccessas directedby BLM.

3. BBC will utilize wildlife-prooffencing on reclaimedareas in accordance with standardsspecified in
BLM Handbook 1741-1,Fencing, if it is determined that wildlife are interfering with successibi
roestablishmentof vegetation.

4. Consultation and coordination with USFWS and UDWR will be conducted for all mitigation
activities mlating to raptors and T&E species and their habitats, and all permits required for
movement, removal,and/or establishmentof raptornests willbe obtained.

5. BBC will adhere to all survey, miti8ation, andmonitoringrequirementsidentified in the Biological
Assessment prepared for this project.

4.16LIVESTOCK/GRAZING MANAGEMENT

1. BBC will eclaim nonessential areas disturbed during construction activities in the t1rstappropriate

seasonafter well completion.

2. Nonessentialareas includeportionsof the welipadsnot needed for production operations, the borrow

ditch and outstopeportions of new road ROWs, entire pipeline ROWs outsideof road ROWs, and all
roadsand associateddisturbedareas at nonproductivewells.

3. BBC will repair or replace fences, cattleguards, gates, drift fences, and natural barriers to current
BLMstandards. Cattleguardswill be used insteadof gates for livestock controlon mostroad ROWs.
Livestockwill be protectedfrompipeline trenches,and livestockaccess to exístingwater sourceswill
be mainmined.

4. BBC will review livestockimpacts ffom roads or disturbancefrom construction and drillingactivities

at Icast annually with livestock permittees and BLM. Appropriate measures will be takento correct
any advelse ímpacts,shouldthey
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2.17 RECREATION

I. BBC will instruct employees,contractors,and subcontractorsthat camp sites on federal lands or at
federal recreation sitesmustnot be occupiedfor morethan 14consecutivedays.

2. BBC will require that employees,contractors, and subcontractors abide by all state and federal laws
andregulationsregarding hunting.

2.18 VISUAL RESOURCES

I, Pipeline ROWs will be locatedwithin existingROWawhenever possible,and abovogroundfacilities
not requiring safety coloration will be paintedwith appropriatenonreflectivestandardenvironmental
colors (Carlsbad Canyon or Desert Brown, or other specifiedstandard environmental colors) as
determincd by the AO. Topographic screening, vegetation manípulation, prqject scheduling, and
trafBc controlproceduresmay all be employed, as practicable, to Antherreduce visual impacts.

2. Within VRMClass II areas, BBC will utili2e existing topography to screen roads, pipeline corridors,
drill rigs, wells, and productionfacilities fromview where practicable. The Companieswill paint all
abovegrbundproduction facilities Withappropriate colors (e.g., CarlsbadCanyon or Desert Brown) to
blend with adjacent terrain, except for structures that require safety coloration in accordance with
OSHA requirements.

2.19 HEAJ..TH AND SAPETYIRAZARDOUSMATERIALS

l. BBC will utilize BLM-approved portable sanitationfacilitiesat drill sites; place warning signs near
hazardous areas and along roadways; place dumpsters at each construction site to collect and store
garbage and refhse; ensure that all refuseand garbage is transportedto a State..approvedsanitary
landfill for disposal; and institutea Hazard Communication Program for its employees and require
subcontractor programs in accordance with OSHA (29 CFR 1910.1200).

2. In accordance with 29 CPR 1910.1200, a MaterialSafetyData Sheet for every chemical or hazardous
material broughton-site willbe kept on file BBC's field offices.

3. Chemicalsand hazardous materialswill be inventorledand reportedby BBC in accordance with the
SARA Title III (40 CFR 335). If quantities exceeding 10,000 pounds or the threshold planning
quantity are to be produced or stored, BBC willsubmitappropriateSection311 and 312 forms at the
required times to the State and County Emergency Management Coordinators and the local fire
departments.

4. BBC will transportand/or disposeof any hazardous wastes, as defined by the Resource Conservation
and llecovery Act of 1976(RCRA), as amended, in accordance with all applicable federal, state, and
local rc8ulations.

5. BBCcommits to the followingpracticesregarding ha2ardousmaterialcontainment.

• All storage tank batteriesthat contain any oil, glycol, produced water,or otherfluid which may
constitute a hazard to public health or safety will be surroundedby a secondarymeans of
containment for the entire contents of the largest single tank in use plus freeboard for
precipitation, or to contain 110% of the capacity of the br8est vessel. The appropriate
containmentand/or diversionary structures or equipment, including walls and floor,will
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any oil, glycol or producedwater and shall be constructedso that any discharge from a primary

containment system, such as a tank or pipe, will not drain, infiltrate,or otherwise escape to

groundor surfacewaters beforecleanupis completed.

• Treaters, dehydratorsand other productionfacílities that have the potential to Icak or spill oil,
glÿcol, ¢roduced water, or other fluid which may constitute a hazard to public health or safety,
shall be placed on or within appropriate containment and/or diversionarystructure to prevent
spilled or leaking fluid from maching ground or surface waters. The appropriato contaimnent

and/or diversionary structure will be suffloientlyimperviousto oil, glycol, produced water, or
other fluid and will be installedso that any spillor leakagewill not drahl, infiltrate,or otherwise
escapeto groundor surfacewaters prior to completion of cleanup.

• Noticeof any spillor leakage, as det1nedin BLM NTL 3A, will be immediately reportedto the
AO by the Companiesas well as to suchother federaland state officialsas requiredby law. Oral
notice will be givenas soon as possible, butwithinnomomthan24 hours, and those oral notices
will be confirmedin writingwithin 72 hoursofany such



C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Soud- Submit written notification (Sundry Notice, Form 3160-5) to the Moab Field Officewithin
24-hours after spud, regardless of whether using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- Ifcultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Officewithin thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq-Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Office within thirty-daysfollowing completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved untilthe surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1 NOTIFICATIONS

NotifyWalton Willis (435-636-3662) or Nathan Sill (435-636-3668) of the BLM Price Field Office
for the following:

1 day prior to spud (Sill);

50 feet prior to reaching the surface casing setting depth (Willis);

3 hours prior to testing BOP equipment (Willis).

Ifthe person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



STATEOF UTAH ! "I · FORM e
DEPARTMENT OF NATURALRESOURCES L,

DIVISIONOF OIL, GAS ANDMtNING

ENTITY ACTION FORM

Operator BillB rett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

Mate CO ¿¡p 80202 Phone Number: (303) 312-8134

Won i
API Number Well Name QQ See Twp Rng County
4300731272 Peter's Point Unit Federal 6-36-12-16 SENW 36 12S 16E Carbon

Action Code Current Entity New Enfity Spud Date Entity Assignment
Number Number Effective Date

5Ò3/2007 pg
Comments:

Spudding Operations were conducted by Craig's Roustabout Service on 5/23/2007.

¿D576Vb CONFIDENTIAL

Well 2
API Number Well Name QQ Sec Twp Rng County
4300731261 Peter's Point Unit Federal 2-70-13-17 NESW 6 13S 17E Carbon

Action Code Current Ent ty New Entity Spud Date Entity Assignment
Number Number Effective Date

p / Û 5/19/2007

Comments:
Spudding Operations were conducted by Craig's Roustabout Service on 5/19/2007 CONFIDENTIAL10/A/&T

WelAaPI
Number Well Name QQ See Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang
B - Add new weil to existing entity (groupor unit well) Name (Pioaso Print)

C - Re-assign well from one existing entity to another e×isting entity
D - Re-assign well from one e×isting entity to a new entity Signature
E - Other (Explain in comments section) RECElVED Environmentav^naivat s'22'20er

Title Dato

MAY2 2 2007

DIV.OFOIL,GAS&



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Bill Barrett Corp

Well Name: PPUF 6-36-12-16

API No: 43-007-31272 Lease Type: Federal

Section 36 Township 12S Range 16E County Carbon

Drilling Contractor Craig's Roustabout Services Rig # Rathole

SPUDDED:
Date 5-23-07

Time

How Dry

Drilling will Commence:

Reported by Tracey Fallang

Telephone # 303-312-8134

Date 5-23-07 Signed



Form 316 5 UNITEDSTATES FORMAPPROVED
(April2004) DEPARTMENTOF THE INTERIOR

¡lk

BUREAUOFLAND MANAGEMENT 5,LeaseScrialNo.

SUNDRYNOTICES AND REPORTS ON WELLS UTU 4 49

Do not use this form for proposals to drIll or to re-enteran 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMITIN TRIP LICATE- Other instructions on toverse side. 7. IfUnitor CA/Agreement,Nameand/orNo.

Peter's Point/UTU-063014
1. Type of II

OilWell GasWell Other 8. WellNameandNo.

2. NameofOperator
Peter's Point UF 6-36-12-15

BILL BARRETT CORPORATION 9. APIWellNo.

3a Addæss 3b. PhoneNo. (include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. Locationof Well (Footage,Sec.,T, R.,M, or SloveyDescnption) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL
11. CountyorParish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNDIKE, REPORT, OR GIllER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize D epen Production(Start/Resume) WaterShut-Of

O Noticeof Intent AlterCasing FractureTreat Reclamation WeßIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Otherspud

ChangePlans PlugandAbandon TemporarilyAbandon

O FinalAbandonment Notice Convertto Injection PlugBack War Disposal

13. DescribeProposedorCompletedOperation(clearlystateall pertinentdetails,includingestimated startingdateofanyproposedworkandapproximatedurationtheæof.

If theproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasuredandtruevertical depthsofallpertinentmarkersandzones.

AttachtheBondunderwhich theworkwill beperformedorpmvidetheBondNo. on filewith BLM/BlA.Requiredsubsequent reports shallbefiledwithin 30days

followingcompletionofthe involvedoperations.If theoperationosults ina multiplecompletion or recompletion in a new interval,a Form3160-4shallbefiledonce

testinghasbeencompleted. FinalAbandonmentNoticesshallbefiledonlyafterallrequirements,includingreclamation,havebeencompleted,andthe opemtorhas

determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION OF SPUD ON 5/23/2007.

14. Ihereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tra l Title Environmental/Regu

5/2

2A0n7alyst

HIS SPACE FEDERAL OR STATE OFFICE USE

.Appov Title Date

Conditionsof approval, if any, are attached. Approvalof thisnotice doesnot warrantor
certifythattheapplicantholdslegalor equitabletitle to thoserightsin the subjectlease Office
which would entitle the applicantto conduct operations thereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crimeforanypersonknowinglyand willfully to maketo any depa d

Statesanyfalse,fictitiousor fraudulentstatements or representationsastoanymatterwithinits jurisdiction.

(Instructionson page 2)

DN.0FOIL,GAS&





REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/10/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 6/3/2007 Days From Spud : 7 Depth At 06:00 : 1996

Morning Operations : BEGINDRILLING Estimated Total Depth : 7050

Remarks :

382 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETINGDEVATIONSURVEYS.

6:30 AM DRILLINGFROM1721 TO 1740 TUBULARSON PETERS POINT6-36 LOCATION.
342-JOINTSOF 4 1/2" DRILLPIPE

7:00 AM DEVATION SURVEY 1658=14' 23-JOINTSOF 6 1/4" DRILL COLLARS.

7:30 AM RIGSERVICE&BOPDRILL 1-8"MUDMOTERS/N 8042 [OUT]HOURS=21.5

11:30 PM DRILLINGFROM1740 TO 1996
1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=NEW
1-6 1/2" MUD MOTERS/N 6067 [IN]HOURS=19

2:00 AM PULLOUTOF HOLELAYDOWNMOTER&BIT WATERUSED DAILYO BBL.
WATERUSED TOTAL 9410 BBL

3:30 AM PICK DIRECTIONAL TOOLORINTATE DIESELFUEL ON LOCATION=2447 GALLONS.

6:00 AM RUNINHOLE DIESELFUEL USED DAILY=558 GALLONS.
DIESELFUEL USED TOTAL=3848 GALLONS.

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/9/2007

Sulface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 9

Spud Date : 6/3/2007 Days From Spud : 6 Depth At 06:00 : 1721

Moming Operations : DRILLING Estimated Total Depth : 7050

Remarks :

381 DAYS SINCE LAST LOST T1MEACCIDENT.
Time To Description DAILYSAFETYMEETINGMAKINGCONNECTIONS.

1:00 PM DRILLINGFROM 1100 TO 1419 TUBULARSON PETERS POINT 6-36 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE.

1:30 PM RIGSERVICE 23-JOINTSOF 6 1/4" DRILLCOLLARS.
3:00 PM DRILLING FROM 1419 TO 1515 1-8" MUD MOTER SIN 8042 [OUT] HOURS=21.5

1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0
3:30 PM SURVEY "MISSRUN* 1-6 1/2"MUD MOTERS/N 6067 [\N] HOURS=2.5

4:00 PM DRILLINGFROM1515 TO 1547 WATERUSED DAILY=130BBL.
...

WATER USED TOTAL=9410 BBL.
4:30 PM SURVEY***MISSRUN DIESEL FUEL ON LOCATION=3005 GALLONS.

5:00 PM DRILLINGFROM1547 TO 1579 DIESELFUELUSED DAILY=946 GALLONS,

5:30 PM SURVEY ****2-MISSRUNS... DIESEL FUEL USED TOTAL=3282 GALLONS.

7:30 PM DRILLINGFROM1579 TO 1644

9:30 PM SURVEYAT 1608=14'

6:00 AM DRILLING FROM1644 TO 1721

Report By Welicare
June 12, 2007 05:36



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Polnt #6-36-12-16 API #: 43-007-31272 Operations Date : 6/8/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 8

Spud Date : 6/3/2007 Days From Spud : 5 Depth At 06:00 : 1100

Morning Operations : DRILLING Estimated Total Depth : 7050

Remarks :

380 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETINGDRILLINGFLOATEQUIP.

6:30 AM RIG SERVICE TUBULARS ON PETERS POINT 6-36 LOCATION.

7:00 AM RININHOLE
342-JOINTS OF 4 1/2" DRILL PIPE.
23-JOINTSOF 6 1/4" DRILLCOLLARS.

8:00 AM DRILLINGFLOAT&SHOE 1-8" MUDMOTERSIN 8042 [OUT] HOURS=21.5

1:00 PM PULLOUTOF HOLEL/D BIT&M.M.RUNINHOLE
1-6 1/2"MUD MOTER S/N 6003 [OUT]HOURS=0
1-6 1/2" MUD MOTERS/N 6067 [IN]HOURS=21/2

2:00 PM CIRCULATEAND WAITON HALLIBURTON WATER USED DAILY=0 BBL.
WATER USEDTOTAL=9280 BBL

6:30 PM RIUHALCO&PreJobSafetyMeeting.PTEST1600 DIESEL FUEL ON LOCATION=3951 GALLONS.
9:30 PM PUMP 10 BBL, DISPLACE10 BBL, DOWALKINGSQUEEZE WITH DIESEL FUEL USED DAILY=376 GALLONS.

RIGPUMP TO 750 PSI** RECORDON CEMENTDETAILS DIESEL FUEL USED TOTAL=2336 GALLONS.
REMARKS*" "REQUESTED HALCO 11:30 ARIVED14:00 HRS**

2:30 AM WAIT ON CEMENT WHILETRIP FOR MM&BIT "SQUEEZE INFO.RECORD INCEMENTINGDETAILSIN
REMARKS"*

3:30 AM TAGAT975 AND DRILLCEMENT "RIG= PATTERSON#51&SUP.= CH"

6:00 AM DRILLINGFROM1015 TO 1100
**BLMREP WALTONINSPECTEDRIG& PEMITS**

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/7/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 7

Spud Date : 6/3/2007 Days From Spud : 4 Depth At 06:00 : 1015

Morning Operations : DRILLING CEMENT Estimated Total Depth : 7050

Remarks :

379 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETINGNIPPLEUP B.O.P.

12:00 PM NIPPLEUP BLOWOUT PREVENTERS TUBULARSON PETERS POINT6-36 LOCATION.

11:00 PM PRESSURE TEST FLOORVALVE,DART VALVE,UPPER&LOWER
342-JOINTSOF 4 1/2" DRILLPIPE.

AND KELLY,KILLVALVEAND CHECK, INSIDE& OUTSIDE AND
23-JOINTSOF 6 1/4" DRILLCOLLARS.

CHOKELINE,MANNIFOLD AND VALVES,PIPE RAMSBLIND
1-8" MUDMOTER S/N 8042 HOURS=21.5

RAMS,TO 3000 PSI FOR 10 MINTEST ANNULARTO 1500 PSI
1-6 1/2" MUD MOTER S/N 6067**\N" HOURS=

FOR 10 MIN CASING TO 1500 PSI FOR 30 MIN
1-6 1/2" MUD MOTER S/N 6003
WATER USED DAILY=0 BBL.
WATERUSEDTOTAL=9280 BBL.

11:30 PM INSTALLWEARRING DIESELFUELON LOCATION=4327 GALLONS.

12:00 AM WASH OUTMOUSEHOLE DIESELFUEL USED DAILY=278 GALLONS.
DIESEL FUEL USED TOTAL=1960 GALLONS.

2:30 AM RUN INHOLE [TAGCEMENT AT432 ] **NOTIFY BLMREP WALTON OF BOP TEST**

6:00 AM DRILLINGPLUGAND CEMENT
**SUPERVISOR-CHARLIEHICKS**
"RIG-PATERSON #51**

Report By Wencore
June 12, 2007 05:36



REGULATORY DRILLING SUMMARY BIIIBarrett Corporation

Well : Peter's Polnt #6-36-12-16 API #: 43-007-31272 Operations Date : 6/6/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 6

Spud Date : 6/3/2007 Days From Spud : 3 Depth At 06:00 : 1015

Morning Operations : N/U BOP Estimated Total Depth : 7050

Remarks :

378 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETINGPERFERATION GUNS.
7:00 AM ATTEMPT BREAK CIRC.&WORKSTUCKCSG TUBULARSON PETERS POINT 6-36 LOCATION.

11:30 AM WORK STUCK CASING WHILERIGGING DOWNHALCO AND
342-JOINTSOF 4 1/2" DRILLPIPE.

WAIT ON WIRELINE
23-JOINTSOF 6 1/4" DRILLCOLLARS.
1-8"MUDMOTER HOURS 21.5

4:00 PM R/U B.WARRIOR FREEPOINT, PERFORATE AT450' R/D 2-6 1/2"MUD MOTERS.
B.WARRIOR WATERUSED DAILY=1130 BBL.

6:00 PM CIRCULATECASINGAND RIG UP HALLIBURTON WATER USED TOTAL=9280 BBL..
DIESEL FUELON LOCATION=4605 GALLONS.

7:30 PM PUMP20 BBLGEL, 36.9 BBL TAIL15.8PPG, DISPLACE30.5 BBL DIESEL FUEL USED DAILY=365 GALLONS.
WATER,SHUT INHEADWITH 115PSI,ANNULASHELD DIESEL FUEL USED TOTAL= 1682 GALLONS.

**PUMP 20 BBL GEL 36.9 BBL TAIL 15.8 PPG,30.5 BBL
WATER DISPLACEMENT, HELD 115 PSI ON CSG,

12:30 AM WAIT ON CEMENTWHILEPREPARE FOR N/U ANNULASHELD

2:00 AM CUT OF CONDUCTER &CASING , LAYDOWN

3:30 AM WELD ON HEAD AND TEST
6:00 AM NIPPLE UP BLOW OUT PEVENTERS

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/5/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 5

Spud Date : 6/3/2007 Days From Spud : 2 Depth At 06:00 : 1015

Morning Operations : WORK STUCKCASING Estimated Total Depth : 7050

Remarks :

377 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETINGLAYDOWN 8" DRLGASS
8:30 AM DRILUNGFROM 818 TO 947 TUBULARSON PETERS POINT6-36 LOCATION.

341-JOINTSOF 4 1/2" DRILLPIPE.
9:00 AM RIGSERVICE 23-JOINTS OF 6 1/4" DRILL COLLARS
10:00 AM DRILLINGFROM 947 TO 1015 1-8" MUD MOTER [INHOLE]HOURS=3.5TOTAL=21.5

10:30 AM CIRCULATESWEEP AROUND
2-6 1/4" MUD MOTERS.
WATER USED DAILY=160 BBL.

11:30 AM SHORTTRIP WATERUSEDTOTAL=8480 BBL.
DIESEL FUELON LOCATION=4970 GALLONS.

2:00 PM CIRCULATE"[wait on halco float equipment]**
DIESEL FUELUSED DAILY=611 GALLONS.

3:30 PM PULL OUT OF HOLE LAYDOWN BIT&8"MOTER DIESEL FUEL USED TOTAL=1317 GALLONS.
RAN24 JT #36 STC 9 5/8" NEWPORT TAG1015

5:00 PM R/UCASERS P.J.S.M. "REPORT LATE DUETO TECHNICALDIFF WIPHONE

6:30 PM RUN 24 JNT. #36 STC 9 5/8" NEWPORTSURFACECASINGTAG
BOTTOM 1015

6:00 AM ATTEMPT TO BREAKCIRCULATION AND WORK STUCK
CASING"WORK UP 985'

Report By Welicare
June 12, 2007 05:36



REGULATORYDRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/4/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 4

Spud Date : 6/3/2007 Days From Spud : 1 Depth At 06:00 : 818

Morning Operations : DRILLING Estimated Total Depth : 7050

Remarks :

376 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETINGMUDPUMP REPAIRS.

11:30 AM REPAIR 4" DISCHARGE VALVE ON #1 PUMP TUBULARSON PETERS POINT 6-36 LOCATION
341-JOINTSOF 4 1/2" DRILL PIPE

12:30 AM DRILLINGFROM 40 TO 595 23-JOINTSOF 6 1/4" DRILLCOLLARS.

1:00 AM SURVEY AT508=4' 1-8" M.MOTER[ IN HOLE]HOURS=18 TOTAL=18
2-6 1/4" MUD MOTERS

6:00 AM DRILLINGFROM 595 TO 818 WATERUSEDTOTAL=8320BBL.
WATERUSED DAILY 160 BBL
DIESEL FUELON LOCATION=5581 GALLONS.
DIESEL FUELUSED IN24 HOURS=561 GALLONS.
DIESEL FUELUSED TOTAL=706 GALLONS.
"RETURN APPOXIMATLY HALF[200 GPMCOMING UP
AROUND MOUSEHOLEAND CONDUCTER
***PATERSONRIG 51 NOTON LIST*"*
SUPERVISORCHARLIEHICKS

Report ByWelicore
June 12, 2007 05:36



Fenn 31€n5 UNITEDSTATES
(April2004) DEPARTMENTOF THE INTERIOR Expires:March31,2007

BUREAU OF LANDMANAGEMENT 5. LeaseSerialNo

SUNDRY NOTICES AND REPORTS ON WELLS ET

Do not use this form for proposals to drlII or to re-enteran 6. FIndian,AllotteeorTribeName

abandoned well. Use Form 3100-3 (APD) for such proposals.

SUBMITIN TRIPLICATE- Otherinstructions on reverse sid 7. IfUniterCA/Agreement,Nameand/crNo

Peter's Point/UTU-063014
1. Type of

ilWell GasWell Other 8. WellNameand Na

2. Nameof
Peter's Point UF 6-36-12-16

BILL BARRETT CORPORATION 9. APIWell No.

3a Addoss 3b. PhoneNo.(include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.Fieldand Pool,or ExploratoryArea

4. Locationof Well (Footage,Sec, T.,R.,M.,orSurveyDescription) Peter's Point/Wasatch-Mesaverde

SENW, 1948' FNL, 2177' FWL
11. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NGHCE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Dopo Produedon (Start/Roume) WaterShut-Off
ONotice of Intent AlterCasing FractureTreat Reclamation WenInte¢ty

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

ChmgePlus Plugand Abandon TemporarilyAbandon Report

O FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearly stateallpertinentdetails,includingestimatedstarting dateof anyproposedworkandappoximate duratimthereof.

Iftheproposalisto deependirectionallyor recomplete horizontally,givesubsurface locationsand measuredandtruevertical depthsof all pertinentmarkers and zones.

AttachtheBondunder which thework will be perfonnedorprovidetheBondNo. onfilewithBLM/BIA.Requiredsubsequent reportsshall befiledwithin 30days

followingcompletion oftheinvolvedoperations. Iftheoperation results ina multiplecompletionor recompletion in a new interval,a Form3160-4shall befiledonce

testinghasbeencompleted.FinalAbandonmentNoticesshallbe filedonly afterall requirements,includingreclamation,havebeencompleted,and theoperatorhas
determinedthatthesite isreadyforfinalinspection.)

WEEKLY DRILLING ACTIVITY REPORT FROM 06/11/2007 -06/17/2007.

RECEIVED
JUN2 52ŒV

DIV.0FGiltwe up,
14. I herebycertify that theforegoingis true and correct

Name (Printed/Typed)
Matt Barber Title Permit Analyst

Signature Date 06/12/2007

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby Title Date

Conditionsof approval,if any,areattached. Approvalof thisnoticedoesnotwarrantor
certifythatthe applicantholdslegalor equitabletitleto thoserightsin the subject lease Œlce
whichwouldentitlethe applicantto conductoperationsthereon.

Title18U.S.C.Section1001andTitle43U.S.C.Section1212,make it a crime foranypersonknowinglyandwillfullyto maketo anydepartmentor agency ofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsasto anymatter withinits junsdiction.

Instructions on page



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/17/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 17

Spud Date : 6/3/2007 Days From Spud : 14 Depth At 06:00 : 6443

MorningOperations : RUN IN HOLE Estimated Total Depth : 7050

Remarks :

389 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING. MUDCLEANER REPAIR.

12:30 PM DRILLING FROM 6183 TO 6364 TUBULARSON PETERS POINT 6-36 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

1:00 PM RIG SERVICE,BOP DRILL FUNC.PIPE RAMS 23-JOINTS OF 6 1/4" DRILL COLLARS

8:30 PM DRILLINGFROM 6364 TO 6443 1-8" MUD MOTER S/N 8042 [OUT]HOURS=21.5
1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0

1:00 AM PULL OUT OF HOLE,L/DBIT#5 1-6 1/2" AKOM.M.S/N 6271 [OUT]HOURS=0

c:uu Alvi nu ol ino, rauis ils iluku
1-6 1/2" MUD MOTER S/N 6067 [IN] HOURS===61.5
WATER USED DAILY=230 BBL.
WATER USED TOTAL=11670 BBL.
DIESEL FUEL ON LOCATION=4139 GALLONS.
DIESEL FUELUSED DAILY=741 GALLONS.
DIESEL FUEL USED TOTAL=5303 GALLONS.

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/16/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 16

Spud Date : 6/3/2007 Days From Spud : 13 Depth At 06:00 : 6183

Morning Operations : DRILLING Estimated Total Depth : 7050

Remarks :

388 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETINGL/D DIRCTIONAL TOOLS

11:00 AM DRILLING FROM 5880 TO 5997 ROTATE TUBULARS ON PETERS POINT 6-36 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

11:30 AM CIRCULATE BOTTOMS UP & PUMP SLUG 23-JOINTS OF 6 1/4" DRILL COLLARS.
6:00 PM PULL OUT OF HOLE&L/D DIREC.ASS. 1-8" MUDMOTERS/N 8042 [OUT]HOURS=21.5

1-6 1/2" MUD MOTERS/N 6003 [OUT]HOURS=0
6:30 PM RIG SERVICE&BOP DRILL FUNC. BLIND RAMS 1-6 1/2" AKOM.M. S/N 6271 [OUT] HOURS=0

10:30 PM P/U MOTER & BITRUN IN HOLE 1-6 1/2" AKO M.M. S/N 6230 [OUT]HOURS=121.5
1-6 1/2" MUDMOTERS/N 6067 [IN]HOURS=48

11:30 PM REAM 5915 TO 5997 WATER USED DAILY=320 BBL.
6:00 AM DRILLING FROM 5997 TO 6183 WATER USED TOTAL=11440 BBL.

DIESEL FUEL ON LOCATION=4880 GALLONS.
DIESELFUEL USED DAILY=785 GALLONS.
DIESELFUEL USED TOTAL=4562GALLONS.
****PATERSON RIG #51 SUP. C.H.****

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/15/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 15

Spud Date : 6/3/2007 Days From Spud : 12 Depth At 06:00 : 5880

MorningOperations : DRILLING Estimated Total Depth : 7050

Remarks :

387 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING MUDPUMP REPAIRS.

12:00 PM DRILLING FROM 5170 TO 5356 ROTATE TUBULARSON PETERS POINT 6-36 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE

12:30 PM RIGSERVICE, BOP DRILL FUNCTION PIPE RAM 23-JOINTS OF 6 1/4" DRILL COLLARS.
6:00 AM DRILLINGFROM 5356 TO 5880 1-8" MUD MOTER S/N 8042 (OUT] HOURS=21.5

1-6 1/2" MUD MOTERSIN 6003 [OUT] HOURS=0
1-6 1/2" MUD MOTER SIN 6067 [OUT] HOURS=19
1-6 1/2" AKOM.M.S/N 6271 [OUT]HOURS=0
1-6 1/2" AKOM.M. S/N 6230 [IN]HOURS=116.5
WATER USED DAILY=780 BBL.
WATERUSED TOTAL=11120 BBL.
DIESEL FUEL ON LOCATION=5665 GALLONS.
DIESEL FUEL USED DAILY=927 GALLONS.
DIESEL FUELUSED TOTAL=3777 GALLONS.

Report By Welicore
June 21, 2007 11:05



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/14/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 14

Spud Date : 6/3/2007 Days From Spud : 11 Depth At 06:00 : 5170

Morning Operations : DRILLING Estimated Total Depth : 7050

Remarks :

386 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING SHALE SHAKER SCREEN
4:30 PM DRILLING FROM 4459 TO 4779 SLIDE&ROTATE TUBULARSON PETERS POINT 6-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
5:00 PM RIGSERVICE &B.O.P. DRILL 23-JOINTS OF 6 1/4" DRILL COLLARS.
6:00 AM DRILLING FROM 4779 TO 5170 ,ROTATE 1-8" MUD MOTER S/N 8042 [OUT]HOURS=21.5

1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0
1-6 1/2" MUD MOTER SIN 6067 [OUT] HOURS=19

1-6 1/2" AKO M.M. SIN 6230 [IN] HOURS=93
WATER USED DAILY=0 BBL
WATER USED TOTAL=10340 BBL
DIESEL FUEL ON LOCATION=2174 GALLONS.
DIESEL FUEL USED DAILY=1114 GALLONS.
DIESEL FUEL USED TOTAL=2850 GALLONS.
*******SLIDES,4523-4537=14',
***CONNECTION 4683 GAS SHOW 2160 UNITS,WELL
FLOWINGWHEN PUMPS OFF

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/13/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 13

Spud Date : 6/3/2007 Days From Spud : 10 Depth At 06:00 : 4459

Morning Operations : DRILLING Estimated Total Depth : 7050

Remarks :

385 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEEETINGLIFTING INSPECTIONS.
4:30 PM DRILLING FROM 3729 TO 4044 SLIDE&ROTATE TUBULARSON PETERS POINT 6-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE.
5:00 PM RIG SERVICE, BOP DRILL 23-JOINTSOF 6 1/4" DRILL COLLARS.
6:00 AM DRILLING FROM 4044 TO 4459 SLIDE&ROTATE 1-8" MUD MOTER S/N 8042 [OUT] HOURS=21.5

1-6 1/2" MUDMOTERS/N 6003 [OUT]HOURS=0
1-6 1/2" MUD MOTER S/N 6067 [OUT] HOURS=19
1-6 1/2"AKOM.M.SIN 6271 [OUT] HOURS=0
1-6 1/2" AKOM.M. S/N 6230 (IN] HOURS=69.5
WATERUSED DAILY=320 BBL.
WATER USEDTOTAL=10340BBL.
DIESEL FUEL ON LOCATION=3288 GALLONS.
DIESEL FUELUSED DAILY=851 GALLONS.
DIESEL FUEL USED TOTAL=1736 GALLONS.
****SLIDES3755-3765=10',3787-3797=10',
3802-3812=10',3884-3894=10',3948-3963=15',
3980-3988=8',4044-4056=12',4076-4086=12',
4139-4151=12',4171-4188=17',4235-4245=12',
4267-4277=10'

Report By Welicore
June 21, 2007 11:05



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/12/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 6/3/2007 Days From Spud : 9 Depth At 06:00 : 3729

MorningOperations : DRILLING Estimated Total Depth : 7050

Remarks :

.

384 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETINGWORKINGSHORTHAND.

2:30 PM DRILLING FROM 2889 TO 3210 ROTATE&SLIDE TUBULARS ON PETERS POINT 6-36 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE.

3:00 PM RIGSERVICE 23-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 AM DRILLINGFROM 3210 TO 3729 ROTATE&SLIDE 1-8" MUD MOTERS/N 8042 [OUT]HOURS=21.5
1-6 1/2" MUD MOTERS/N 6003 [OUT] HOURS=0
1-6 1/2" MUDMOTERS/N 6067 [OUT] HOURS=19

1/2"Alf IWIM A/N A971[AI IT) HAI IRR=O
1-6 1/2" AKO M.M.S/N 6230 [IN] HOURS=46
WATER USED DAILY=0 BBL.
WATER USED TOTAL=10020 BBL.
DIESEL FUEL ON LOCATION=4139 GALLONS.
DIESEL FUEL USED DAILY= 555 GALLONS.
DIESEL FUEL USED TOTAL=5024 GALLONS.
**RECIEVED 7100' OF 5 1/2" PRO CSG F/BUNNING
****SLIDES2889-2904=15',2985-2995=10',
3017-3029=12',3081-3093=12',3113-3125=12',
3178-3193=15',3306-3316=10',3370-3382=12',
3402-3412=10',3498-3510=12',3562-3574=12',
3593-3605=12',

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/11/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 11

Spud Date : 6/3/2007 Days From Spud : 8 Depth At 06:00 : 2889

MomingOperations : DRILLING Estimated Total Depth : 7050

Remarks :

383 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING DIRECTIONAL WORK.

7:00 AM WASH AND REAM 109' NO FILL TUBULARSON PETERS POINT 6-36 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE

3:00 PM DRILLINGFROM 1996 TO 2309 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.

3:30 PM RIG SERVICE&BOP DRILL 1-8" MUD MOTER SIN 8042 [OUT] HOURS=21.5

6:00 AM DRILLINGFROM2309 TO 2889 SLIDE&ROTATE
TEE 66006073OU SS

1-6 1/2" AKOM.M. S/N 6271 [OUT]HOURS=O
1-6 1/2" AKOM.M.S/N 6230 [IN]HOURS=221/2
WATERUSED DAILY=610 BBL.
WATER USED TOTAL=10020 BBL.
DIESEL FUEL ON LOCATION=1836 GALLONS.
DIESEL FUEL USED DAILY=611 GALLONS.
DIESEL FUEL USED TOTAL= 4469 GALLONS.
**SLIDES 2054-2066=12',2114-2136=22',
2215-2228=13',2408-2418=10',2728-2738=10'
2440-2450=10',2793-2806=13',2600-2613=13'
2632-2645=13',2696-2709=13,

June 21, 2007 11:05 AM
Report By



18100 Table IVlountain Parkway • Ste. 100 • Golden • OO • 80403
Telephone [720]880-2000 • Fax[720) 88CXJO16

June 22, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PETERS POINT 6-36-12-15
SEC. 36, T12S, R16E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Si e y,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.

RECEIVED
.IUN252007

DNOFOIL,GAS&





REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Polnt #6-36-12-16 API #: 43-007-31272 Operations Date : 6/22/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 22

Spud Date : 6/3/2007 Days From Spud : 19 Depth At 06:00 : 7236

Morning Operations : RIG DOWN Estimated Total Depth : 7050

Remarks :

393 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING CEMENTINGOPERATION

11:00 AM LAND CSG,RAN 163 JOINTSOF 5 1/2" #17 L.T.C.IPSCOWITH TUBULARSON PETERS POINT6-36 LOCATION.
SHOE@7226,MARKER#1@4963,MARKER#2@2799,CIRCULATE 342-JOINTS OF 4 1/2" DRILL PIPE.

FOR CEMENT JOB WHILE R/D CASERS AND RIG UP 23-JOINTS OF 6 1/4" DRILL COLLARS.
CEMENTERS P.J.S.M. 1-8" MUD MOTER SIN 8042 [OUT] HOURS 21.5

1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0

2:00 PM PRESSURE TEST SURFACE LINE TO 5600 PSI, PUMP 10 BBL 1-6 1/2' AKOM.M.S/N 6067 [OUT]HOURS=0

FRESH,20 BBL SUPER FLUSH, 10 BBL FRESH,367 BBL PREM WATER USED DAILY=620 BBL.

300 CEMENT=1325SX, 166 BBL DISPLACEMENT,GOOD WATER USED TOTAL=13540 BBL

RETURNSTHOUGHOUT JOB PLUG DOWN AT 13:00 HRS PLUG DIESEL FUEL ON LOCATION=4724 GALLONS.

FLOATAND ANNULAS HELD DIESEL FUEL USED DAILY=425 GALLONS.
DIESEL FUEL USED TOTAL=9190 GALLONS.

3:30 PM NIPPLEDOWN PREPARE FOR SLIPS
**RAN 163 JOINTS OF 5 1/2" #17 L.T.C.IPSCOWITH
MAKER#1@4963,MARKER#2@2799,SHOE@7226

4:30 PM SET SLIPS WITH 10K OVER STRING WEIGHT PRESSURE TEST SURFACE LINESTO 5600 PSI,PUMP

4:30 AM COMPLETENIPPLE DOWN, CLEAN TANKS 10 BBL FRESH, 20 BBL SUPER FLUSH, 10 BBL
FRESH,367 BBL PREM.300 CEMENT=1325 SX., 166 BBL

6:00 AM RIG DOWN, AND PREPARE FOR MOVE"RIG RELEASED AT DISPLACEMENT, PLUG DOWN AT 13:OO PLUG AND
06:00 HOURS6/22/2007 FLOATS&ANNULAS HELD GOOD RETURNS

THOUGHOUTJOB**RIG RELEASED AT 06:00 HRS*****

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/21/2007

Surface Location : SENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 21

Spud Date : 6/3/2007 Days From Spud : 18 Depth At 06:00 : 7236

Morning Operations : RUN CASING Estimated Total Depth : 7050

Remarks :

.

392 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING LAYDOWN STRING.

6:30 AM PULL WEAR RING TUBULARS ON PETERS POINT 6-36 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

10:30 AM RUN IN HOLE,FILLAT 3503 23-JOINTS OF 6 1/4" DRILL COLLARS.
12:00 PM CIRCULATE SWEEP AROUND 1-8" MUD MOTER S/N 8042 [OUT] HOURS=21.5

1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0
12:30 PM RIG SERVICE, BOP DRILL FUNCT.PIPE RAMS 1-6 1/2" AKOM.M. S/N 6271 90UT] HOURS=0

2:30 PM CIRCULATE SWEEP, RIG UP LAYDOWN MACHINE &P.J.S.M. , 6 1/2" MOTER S/N 6067 SENT IN WITH IMPACT.

PUMP DRY SLUG WATER USED DAILY=880 BBL.
WATER USED TOTAL=12710 BBL

4:30 PM WORK TIGHTHOLE L/D 4 JTS WIKELLY DIESEL FUELON LOCATION=5149GALLONS.

6:30 PM LAY DOWN DRILL STRINGTO 7100 [WET] DIESEL FUEL USED DAILY=432 GALLONS.
DIESELFUEL USED TOTAL=8765 GALLONS.

7:00 PM C1RCULATE AND PUMPDRYSLUG

11:00 PM LAYDOWNDRILL STRING

12:00 AM BREAL KELLY DOWN

1:00 AM LAY DOWN DRILL COLLARS

2:00 AM R/U CASERS, P.J.S.M.

6:00 AM RUN 5 1/2" PROD. CSG

July 02, 2007 04:14 PM
Report By



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter'sPoint#6-36-12-16 APl#: 43-007-31272 OperationsDate: 6/20/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 20

Spud Date : 6/3/2007 Days From Spud : 17 Depth At 06:00 : 7236

Morning Operations : RIGDOWN SCHUMLUMBERGER Estimated Total Depth : 7050

Remarks :

391 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETINGWIRELINEOPERATIONS.
6:30 AM PULL OUTOF HOLE L/D MUD MOTER&BIT TUBULARS ON PETERS POINT 6-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
8:00 AM RIG UP SCHULUMBERGER 23-JOINTS OF 6 1/4" DRILLCOLLARS.
1:30 PM 1ST RUN PLATFORM EXPRESS LOGERSTD 7236 1-8" MUD MOTER S/N 8042 [OUT] HOURS=21.5

6:00 PM L/D1ST RUN,CALIBRATE&P/U 2ND RUN
1-6 1/2"MUD MOTER S/N 6003 [OUT] HOURS=0
1-6 1/2" AKO M.M. S/N 6271 [OUT] HOURS=0

5:00 AM 2ND RUNSONICWAVE 1-6 1/2" MUD MOTER S/N 6067 [OUT]HOURS=98
WATER USED DAILY=0 BBL

6:00 AM L/D SONIC WAVE RIG DOWN SCHUMLUMBERGER WATER USED TOTAL=11900 BBL.
DIESEL FUEL ON LOCATION=5581 GALLONS.
DIESEL FUEL USED DAILY=454 GALLONS.
DIESEL FUEL USED TOTAL=8333 GALLONS

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/19/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 19

Spud Date : 6/3/2007 Days From Spud : 16 Depth At 06:00 : 7236

Morning Operations : PULL OUT OF HOLE Estimated Total Depth : 7050

Remarks :

390 DAYS SINCE I.AST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING,NOT GETING IN HURRY.
12:00 PM DRILLING FROM 6920 TO 7062 TUBULARS ON PETERS POINT 6-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
12:30 PM RIG SERVICE, BOP DRILL FUNC.PIPE RAMS 23-JOINTS OF 6 1/4" DRILLCOLLARS.
3:30 PM DRILLING7062 TO TOTAL DEPTH 7147 1-8" MUD MOTER S/N 8042 [OUT] HOURS=21.5

4:30 PM SHORT TRIP TO 6726
1-6 1/2" MUDMOTER S/N 6003 [OUT]HOURS=0
1-6 1/2" AKOM.M. S/N 6271 [OUT] HOURS=0

9:30 PM DRILLING FROM 7147 TO NEW T.D. 7236 1-6 1/2" MUD MOTER S/N 6067 [lN] HOURS=98
, WATER USED DAILY=0 BBL

11:00 PM SHORT TRIP TO 6253 WATERUSED TOTAL=11900 BBL
1:00 AM CIRCULATE SWEEP AROUND,PUMP DRY SLUG DIESEL FUEL ON LOCATION=1563 GALLONS.

DIESEL FUEL USED DAILY=1069 GALLONS
6:00 AM PULL OUT OF HOLE, L/D M.M. AND PDC BIT DIESEL FUEL USED TOTAL=7879 GALLONS.

ORDER 1000' S.TC. J-55 #36 SURF. CSG. FOR PETERS
POINT3-36, FROMBUNNINGFOR 6/20/07.
NOTIFY BLM OF 7147 T.D. SCHEDUAL
SCHUMLUBERGER,RENOTIFY BLM OF NEW
T.D.7236,RESCHEDUAL SCHULUMBERGER. AND
ORDER 3 MOREJOINTS OF 5 1/2" PRO. CSG.

Report By Welicore July 02, 2007 04:14



REGULATORYDRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #6-36-12-16 API #: 43-007-31272 Operations Date : 6/18/2007

Surface Location : SENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 18

Spud Date : 6/3/2007 Days From Spud : 15 Depth At 06:00 : 6920

Moming Operations : DRILLING Estimated Total Depth : 7050

Remarks :

389 DAYS SINCE LAST LOST TIME ACCIDENT.Time To Description DAILY SAFETY MEETINGCONSERVINGWATER.
7:00 AM REAM FROM 6340 TO 6443 TUBULARS ON PETERS POINT 6-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE2:00 PM DRILLING FROM 6443 TO 6581 23-JOINTS OF 6 1/4" DRILL COLLARS.
2:30 PM RIGSERVICE &BOP DRILLFUNC. PIPE RAMS 1-8" MUD MOTER S/N 8042 [OUT] HOURS=21.5

6:00 AM DRILLINGFROM 6581 TO 6920
1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0
1-6 1/2" AKOM.M. S/N6271 [OUT] HOURS=0
1-6 1/2" MUD MOTER S/N 6067 [IN] HOURS=84
WATER USED DAILY230 BBL.
WATER USED TOTAL 11900 BBL.
DIESEL FUELON LOCATION=2632 GALLONS.
DIESEL FUEL USED DAILY=1507 GALLONS.
DIESEL FUEL USED TOTAL=6810 GALLONS.

Repoit ByWellcore July 02, 2007 04:14



F 2301 5
DEPAR

CONFIDENTlAI.
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTUOO4049

Do not use this form for proposals to drlil or to re-enter an 6. If Indian,AllotteeorTribeNane

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/or No.

Peter's Point/UTU-063014

1. Type of
ilWell GasWell Other 8. WellNameand Na

Peter's Point UF 6-36-12-16

2 Nameof OperatorBILL BARRETT CORPORATION 9. API Well No.

3a. Address 3b. PhoneNo. (include area code)
43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.Fieldand Pool,or ExploratoryArea

4. Locationof Well (Footage,Sec.,T.,R.,M, orSurveyDescription Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL
11. CountyorParish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Producúon (StadResume) WaterShut-Off

Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

O Chage Plans Plugand Abandon TemporarilyAbandon Report

FinalAbandonment Notice Convedto Injection PlugBack WaterDisposal

13. DescribePoposed or CompletedOperation(clearly state all pertinent details,includingestimated starting dateof any proposedwork and approximate duratianthereof

If theproposalis todeependirectianallyor recomplete horizontally,give subsurface locationsand measured and tmevedical depths of all pertinent markers and zones.

Attach theBond under whichthework will be performed or providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reportsshall befiledwithin 30days

followingcompletion of theinvolvedoperations. Iftheopemtion results in a multiple completion or recompletion in a newinterval,a Forn 3160-4shall befiledonce

testing hasbeencompleted. FinalAbandonmentNoticesshall be filedonly atter all requirements, includingreclamation. havebeencompleted, and theoperator has

determinedthatthesite isready forfmalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 07/24/2007 - 07/29/2007.

14. Ihereby certify that the foregoingis true and correct
Name (Printed/Typed)

Matt Barber Title Permit Analyst

Signatum// th Date 08/02/2007

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

PP.Vik-
-

-----..._

Title Date

Conditionsof approval, if any, are attached. Approval of thisnotice doesnotwarrant or

certify thatthe applicant holdslegalor equitable titleto thoserights in thesubject lease Office
which would entitletheapplicant to conduct operations therton.

Title18U.S.C.Section1001and Title43U.S.C.Section1212,make it a crime for any personknowing and willfully to maketo any department or agency of the United

Statesany false,fictitiousor fraudulentstatementsor representations asto anymatterwithin its juns etion.

(Instructionsonpage 2)
AU6O3 2007
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/29/2007 Report #: 15 End Time Description

Summary : Flow stages 1-11. turn well to Production 6:00 AM Flow stages 1-11. FCP:950 psi on 48 ck. recovered 333 bbi in 11

sales. hours avg. of 30.27 CO2 40 %

2:30 PM Flow stages 1-11 FCP: 950 psi 48 ck. CO2 15%

11:59 PM Turn well to first sales @ 2:30 PM. FCP: 1100 psi. 24 ck. 1" plate,
Gas sales of 3.1 MMCFD. through IPS sand trap.

Report by Welicore
August 02, 2007 02:58



REGULATORY COMPLETION SUMMARY sillsarrettcorporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/28/2007 Report #: 14 End Time Description

Summary : Flow stages 1-7. EL stage 8, Frac #8. El 5:00 AM Stages 1-7 FCP: 1130 psi on 48 ck. recovered 299 bbi. in 13 hours
stage 9. Frac #9. EL stage 10, Frac #10. avg. of 23 BPH. CO2 to high to measure.
El stage 11, Frac #11. Flow staes 1-11.
RDMO. HES Frac, BWWC. BOC & 6:00 AM Shut in for EL work
Praxair Vessels. Move to 6-35D Flow 7:00 AM BWWC EL stage 8 North Horn. PU HES CFP with 10 ft. perf guns.
stages 1-11 RlH correlate to short jt. run to setting depth set CFP @ 5320 FT.

PU perforate @ 5256-5260 & 5202-5208, 3JSPF, 120 phasing, 23
gram charges, .430 holes. POOH turn well over to frac.

8:15 AM HES Frac stage 8 North Horn 70Q foam frac. Load & Break @3,801
PSI @ 16.4BPM. Avg. Wellhead Rate:28.88 BPM. Avg. Slurry
Rate:12.06 BPM. Avg. CO2 Rate:15.51 BPM. Avg. Pressure:4,021
PSI. Max. Wellhead Rate:30.3 BPM. Max. Slurry Rate:15.08 BPM.
Max. CO2 Rate:19.38 BPM. Max. Pressure:4,187 PSI. Total Fluid
Pumped: 16,499 Gal. Total Sand in Formation:44,200 lb. (20/40
White Sand) CO2 Downhole:78 tons. CO2 Cooldown:7 tons.
ISIP:3,127 PSI. Frac Gradient:1.04 psilft. Pro-Technics traced 4#
sand stage Isotope Ir-192, Solid, type ZW, treat 4PPG, Amount
traced21,060, Conc, 0.43, Total (mCi) 9. Dropped qty: 3 RCN
perf balls in pad stage & 3 RCN balls in 2# sand stage. Succes

9:00 AM BWWC El stage 9 North Horn. PU HES CFP with 10 ft. perf gun.
RIH correlate to short jt. run to setting depth set CFP @5050 PU
perforate @4983-4991, 3 JSPF, 120 phasing, 23 gram charges,
430 holes. POOH turn well over to frac.

9:45 AM HES Frac stage 9 North Horn 70Q foam frac. Load & Break @3,404
PSI @20.2BPM. Avg. Wellhead Rate:19.06 BPM. Avg. Slurry
Rate:8.14 BPM. Avg. CO2 Rate:9.99 BPM. Avg. Pressure:3,372
PSI. Max. Wellhead Rate:20.39 BPM. Max. Slurry Rate: 9.83 BPM.
Ma×. CO2 Rate:13.44 BPM. Ma×. Pressure:3,584 PSI. Total Fluid
Pumped:10,384 Gal. Total Sand in Formation:24,000 lb. (20/40
White Sand) CO2 Downhole:48 tons. CO2 Cooldown:7 tons.
ISIP:2,982 PSI. Frac Gradient:1.03 psilft. ProTech traced 4# sand
stage isotope Sb-124, Solid, type ZW, 4ppg, Amount traced
11,155, Conc.0.4, Total (mCi) 4. Successfully flushed wellbore with
50 Q foam 50 bbl over flush with 500 gal. fluid cap.

10:45 AM BWWC EL stage 10 North Horn. PU HES CFP with 9 ft. perf guns.
RIH correlate to casing collars set CFP @4800 ft. PU perforate @
4750-4759, 3 JSPF, 120 phasing, 23 gram charge, .430 holes.
POOH turnwell over to frac.

11:30 AM (((Note Seismic, A blast was heard from a off distance possibly
from a new Loc being built. Pinnacle said they didnt see activity form
frac))) HES frac stage 10North Horn 70Q Foam Frac. Load &
Break @2,994PSI @15.4BPM. Avg. Wellhead Rate:19.32 BPM.
Avg. Slurry Rate:8.23 BPM. Avg. CO2 Rate:10.15 BPM. Avg.
Pressure:3,208 PSI. Max. Wellhead Rate:21.67 BPM. Max. Slurry
Rate:10.02 BPM. Max. CO2 Rate:12.5 BPM. Max. Pressure:3,373
PSI. Total Fluid Pumped:9,612 Gal. Total Sand in
Formation:23.606 Ib.(20/40 White Sand) CO2 Downhole:48 tons.
CO2 Cooldown:8tons. ISIP:2,732 PSi. Frac Gradient:1.01 psilft.
Pro-Tech traced4# sand stage Isotope Ir-192, Solid, type ZW, tre

Report by Welicore August 02, 2007 02:58



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/28/2007 Report # : 14 End Time Description

Summary : 12:15 PM BWWC. EL stage 11 North Horn. PU HES CFP with 10 ft. perf guns.
RH correlate to short jt. run to setting depth set CFP @4710 ft. PU
perforate @4653-4663, 3JSPF, 120 phasing, 23 gram charges, .430

holes. POOH turnwellover to frac.

1:25 PM HES Frac stage 11 North Horn 70Q foam Frac. Load & Break
@2,800 PSI @ 16.8 BPM. Avg. Wellhead Rate:19.87 BPM. Avg.
Slurry Rate:8.24 BPM. Avg. CO2 Rate:10.16 BPM. Avg. Pressure:
3,074 PSI. Max. Wellhead Rate:21.22 BPM. Max. Slurry Rate:10.28
BPM. Max. CO2 Rate:12.19 BPM. Max. Pressure:3,304 PSI. Total
Fluid Pumped:13,978 Gal. Total Sand in Formation:52,000 lb.
(20/40 White Sand) CO2 Downhole:81tons. CO2 Cooldown:8tons.
ISlP:2,840 PSI. Frac Gradient:1.05 psilft. Pro-Tech Pumped

tracer in 4# sand stage Isotope Sc-46, Form Solid, typeZW, treat
stage 4ppg, Amount Traced 28,010, Conc. 0.35, Total (mCi) 10.
Successfully flushed wellbore with 50Q foam 50 bbl over flush w

2:00 PM Flow stages 1-11

5:00 PM Rig down Black Warrior, BOC, Praxair, HES frac equipment.

11:59 PM Flow stages 1-11

Report by Welicore
August 02 2007 02:58



REGULATORYCOMPLETION SUMMARY 8111BarrettCorporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/27/2007 Report #: 13 End Time Description

Summary : SI. BWWC EL stage 4 Dark C. Frac #4. 6:00 AM SICP:1000

EL Stage 5. Frac #5. EL stage 6. Frac #6
EL stage 7. Frac #7. Flow back stages 7:30 AM Black Warrior EL stage 4 Dark Canyon. PU HES CFP with 25 ft. perf

1-7
guns. RIH correlate to short jt. run to setting depth set CFP @ ft.

PU perforate @6355-6365, 6341-6346 & 6321- 6331. POOH turn
well over to frac.

8:45 AM HES Frac stage 4 Dark Canyon 70Q foam frac. Load & Break
@3,387PSI @15.8BPM. Avg. Wellhead Rate:32.66 BPM. Avg.

Slurry Rate: 13.4BPM. Avg. CO2 Rate:17.92 BPM. Avg.
Pressure:4,336 PSI. Max. Wellhead Rate:40.22 BPM. Max. Slurry
Rate:19.52 BPM. Max. CO2 Rate:26.16 BPM. Max. Pressure:4,984

PSI. Total Fluid Pumped: 24,567 Gal. Total Sand in
Formation:100,300 lb.(20/40 White Sand) CO2 Downhole:149 tons.
CO2 Cooldown:11 tons. ISIP:3,859 PSI. Frac Gradient:1.05 psi/ft.

Had to shut down in 1# sand stage Gel-pro LA pump plugged up.
Problems with Blender throttle during first sand stage. Shut down for
repairs. Dropped 3 RCN perf balls in Pad stage & 3 in 2#sand
stage. Pro-tech pum

9:45 AM BWWC EL stage 5 North Horn. PU HES CFP with 10 ft. perf guns.

RIH correlate to short jt. run to setting depth set CFP @ 6300 ft. PU
perforate N.H. @6261-6265 & 6201-6207, 3JSPF, 120 phasing, 23

gram charge, .430 holes. POOH turn well over to frac.

10:45 AM HES Frac stage 5 North Horn 70Q foam frac. Load & Break @3,264
PSI. @21BPM, Avg. Wellhead Rate:36.06 BPM. Avg. Slurry
Rate:14.46 BPM. Avg. CO2 Rate:18.92 BPM. Avg. Pressure:4,217
PSI. Max. Wellhead Rate:38.04 BPM. Max. Slurry Rate:17.65 BPM.

Max. CO2 Rate:22.82 BPM. Max. Pressure:4,451 PSI. Total Fluid
Pumped: 18,998 Gal. Total Sand in Formation:72,200 lb.(20/40
White Sand) CO2 Downhole:114 tons. CO2 Cooldown:8 tons.
ISIP:3,592 PSI. Frac Gradient:1.01 psilft. Dropped qty:3 RCN perf

balls in pad stage & 3 balls in 2# sand stage. Pro-Tech pumped
tracer in 4# sand stage Isotope Ir-192, Solid, type ZW, 4ppg,

Amount traced 37,603, Conc, 0.43 total (mci)16. Successfully flushe

12:00 PM BWWC EL stage 6 North Horn. PU HES CFP with 10 ft. perf

guns. RIHcorrelate to short jt. run to setting depth set CFP @6185

ft. PU perforate N.H. @6163-6167 &6066-6072, 3JSPF, 120
phasing, 23 gram charge, .430 hies. POOH turn well over to frac.

1:00 PM HES Frac stage 6 North Horn 70Q Foam Frac. Load & Break

@3,188PSI @15.5BPM. Avg. Wellhead Rate:28.59 BPM. Avg.

Slurry Rate:11.95 BPM. Avg. CO2 Rate:15.41 BPM. Avg.
Pressure:4,939 PSI. Max.Wellhead Rate:31.22 BPM. Max. Slurry
Rate:15.16 BPM. Max. Co2 Rate:19.38 BPM. Max. Pressure:5,699

PSI. Total Fluid Pumped: 13,768Gal. Total Sand in
Formation:52,200 lb. (20/40 White Sand) Co2 Downhole:88 tons.
CO2 Cooldown:8 tons. ISIP:3,410 PSI. Frac Gradient:1.00 psilft.

Dropped 3 RCN perf balls in pad stage & 3 RCNballs in 2 sand
stage. ProTechnics trace 4# sand stage, Isotope Sb-124, Solid,
type ZW, 4ppg, amount traced 28,887, Conc. 0.4, Total (mCi) 12.

Successfully flushed wel

August 02, 2007 02:58 PM
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/27/2007 Report #: 13 End Time Description

Summary : 2:00 PM BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. gun. RIH
correlate to short jt. run to setting depth set CFP @ 5440 ft. PU
perforate North Horn @ 5387-5397, 3 JSPF, 120 phasing, .430

holes. POOH turn well over to frac.

3:30 PM HES Frac stage 7 North Horn 70Q foam frac. Load & Break @3,830
PSI @15BPM. Avg. Wellhead Rate: 19.61 BPM. Avg. Slurry Rate:

8 BPM. Avg. CO2 Rate: 10.61 BPM. Avg. Pressure: 4,082 PSI.
Max. Wellhead Rate: 23.5 BPM. Max. Slurry Rate: 10.23 BPM.
Max. CO2 Rate: 13.3 BPM. Max. Pressure: 4,364 PSI. Total Fluid
Pumped: 12,736 Gal. Total Sand in Formation: 39,900 lb. (20/40
White Sand) CO2 Downhole: 75 tons. CO2 Cooldown: 6 tons.
ISIP: 3,292 PSI. Frac Gradient: 1.05 psilft. ProTechnics traced 4#
Sand stage. Isotope Sc-46, Solid type ZW, 4ppg, Amount
traced15,883, Conc. 0.35, total (mCi) 6. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

11:59 PM Flow stages 1-7

Report by Wellcore
August 02 2007 02:58



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/26/2007 Report #: 12 End Time Description
Summary : SI. BWWC EL stage 1 Price R. Frac # 1 5:30 AM SI.

PR unaGae ie RinEL
s

aLse
3 F

cFr3ac
7:30 AM Rig Black Warrior EL. PU 10 ft. perf gun. RIH correlate to short jt.

S run to perf depth. Wait on Pinnacle to ready equipment. Perforate
Price R. @6942-6952 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turn well over to frac.

8:00 AM set up Pinnacle to monitor frac.
9:00 AM HES frac stage 1 Price River 70Q foam frac. Load & Break @3,939

PSI. @5.2BPM. Avg. Wellhead Rate:18.94 BPM. Avg. Slurry
Rate:8.29 BPM. Avg. CO2 Rate:9.92 BPM. Avg. Pressure:4,650
PSI. Max. Wellhead Rate:20.65 BPM. Max. Slurry Rate:11.87 BPM.
Max. CO2 Rate:12.7 BPM. Max. Pressure:5,877 PSI. Total Fluid

Pumped: 3,939 Gal. Total Sand in Formation:11,750 lb. (20/40
White Sand) CO2 Downhole:31,900 tons. CO2 Cooldown: 61tons.
ISIP:4,707 PSI. Frac Gradient:1.11 psilft. Dropped qty: 3 RCN perf
balls in pad stage & 3 balls in 2# sand stage. Pro-Tech Pumped
tracer sand in 4# sand stagelsotope Sc-46, solid, type ZW, 4ppg.
amount traced13,820. Conc. 0.35, total(Ci) 5. Did

11:40 AM BWWC EL gauge ring. tag perf ball @ 6474 RIH to 6730 ft. POOH
gauge ring stuck in Lub. brake down lub. lay down gauge ring. PU
HES CFP with 14 ft. perf guns. RIH correlate to short jt. run to
setting depth set CFP @ 6730 ft. PU perfortate Price River @
6669-6675, 6637-6641 & 6611-6615, 3JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turn well over to frac.

12:40 PM HES Frac stage 2 Price River 70Q foam frac Load & Break @5,296
PSI @7BPM. Avg. Wellhead Rate:38.81 BPM. Avg. Slurry
Rate:15.97 BPM. Avg. CO2 Rate:21.09 BPM. Avg. Pressure:4,707
PSI. Max. Wellhead Rate:40.94 BPM. Ma×. Slurry Rate:19.88 BPM.
Max. CO2 Rate:25 BPM. Max. Pressure:5,212 PSI. Total Fluid

Pumped:23,268 Gal. Total Sand in Formation:96,300 lb.(20/40
White Sand) CO2 Downhole:143 tons. CO2 Cooldown: 10tons.
ISIP:3,422 PSI. Frac Gradient:0.95 psilft. Pro-Tech pump tracer
sand in 4# sand stage Isotops Ir-192, form solid, 4ppg. trace
amount 44,239, Conc. 0.43, total (mCi) 19. Dropped qty: 3=7/8"
RCN perf balls in pad stage & 3=7/8" RCN balls in 2# sand stage.
Succe

2:24 PM BWWC EL Gauge ring. RIH to tag perf ball @ 6474 knock ball perf
@6474RIH to 6570 ft. POOH lay down toolsPU HES CFP with 30
ft. perf guns. RIH correlate to short jt. run to setting depth set CFP @
6570 ft. PU Perforate Dark Canyon @6495-6411 & 6455-6469
1JSPF, 180 phasing, 23 gram charge, .560 holes. POOH turn well
over to frac.

Report by Welicore August 02, 2007 02:58



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/26/2007 Report #: 12 End Time Description

Summary : 3:30 PM HES frac stage 3 Dark Canyon 70Q Foam Frac. Load & Break
@3,774PSI @15BPM. Avg. Wellhead Rate:40.13 BPM. Avg.
Slurry Rate:16.07 BPM. Avg. CO2 Rate:21.2 BPM. Avg.
Pressure:4,754 PSI. Max. Wellhead Rate:43.54 BPM. Max. Slurry
Rate:19.5 BPM. Max. CO2 Rate:27.5 BPM. Max. Pressure:5,107
PSI. Total Fluid Pumped: 23,235 gal. Total Sand in
Formation:100,300 lb. (20/40 White Sand) CO2 Down hole:133
tons. CO2 Cooldown:10 tons. ISIP:3,990PSI. Frac Gradient:1.05
psilft. Dropped qty: 3-RCN perf balls in pad stage & 3-RCN perf
balls in 2# sand stage. Pro-Tech pumped tracer sand in 4# sand
stage Isotope Sb-124, form solid, type ZW, 4ppg, amount traced
46,394, Conc. 0.4. total(mC

4:00 PM Shut in

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/25/2007 Report #: 11 End Time Description

Summary : SI. MIRU HES frac equipment. Pressure 4:00 PM MIRU HES frac equipment & ready well for frac. Pressure test pump
test pump lines. lines.

5:00 PM SI

Report by Welicore August 02, 2007 02:58



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 7/24/2007 Report #: 10 End Time Description
Summary : MIRU BOC & Praxair CO 2 Vessels. Frac 4:00 PM MI Frac tanks. Black Warrior EL.

tanks. Black Warrior

Report by Wellcore August 02, 2007 02 58



CONHUt·.Nik
Fonn 3160-5 ES FORMAPPRO
(April2004) DEPARTMENTOF THE INTERIOR ap sËl°iZ1,27

BUREAU OF LAND MANAGEMENT 5. LeaseSmalNo.
SUNDRYNOTICES AND REPORTS ON WELLS UTUOO4049

Do not use thIs form for proposals to drlil or to re-enteran 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/or No.
Peter's Point/UTU-063014

1. Typeof
ilWell GasWell Other 8. Wel1NameandNo.

2. Nameof Peter's Point UF 6-36-12-15
BILL BARRETT CORPORATION 9. API Wel1No.

3a Address 3b. PhoneNo. (include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Fieldand Pool,or ExploratoryArea

4. Locationof Well (Footage,Sec.,T, R.,M.,or SurveyDescuption) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL 11. Countyor Parish, State
Sec. 36-T128-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDITŒ, REPORT, OR DITIER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production esume) Waer Shut-Of
Notice of Intent AlterCasing Fracture Treat Reclamation We111ntegrity

SubsequentRepon Casing Repair NewConstruction Reoomplete Other First Sales

ChangePlans Plugand Abandon TemporarilyAbandon
Final Abandonment Notice Convert to Injection Plug Back Water Disposai

13 Describe Proposed or CompletedOperation(clearly stateall pertinentdetails,includingestimatedstarting dateof anyproposedwork and approximate durationthereof
If the proposal is todeependirectionallyor recomplete horizontally,give subsurface locations and measured and tmevertical depthsof all pertinentmarkers and zones.
Attach theBond under which thework will beperformed or providetheBondNo. on filewith BLM/BIA. Required subsequent reports shall be filedwithin 30days
followingcompletion of the involvedoperations.Iftheoperation results in a multiple completion or recompletion ina new interval.a Form3160-4shall be filed once
testinghasbeen completed. Final Abandonment Noticesshall befiledonly atter all requirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION OF FIRST SALES ON 7/28/07. USE OF AN EFM WAS PREVIOUSLY
REQUESTED IN THE APD.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signatur Date 07/30/2007

THIS SPACE OR FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditionsof approval,if any,are attached. Approval of thisnoticedoesnot warrant or
certifythatthe applicant holdslegalor equitabletitleto thoserights inthe subjectlease Office
which would entitlethe applicant to conduct operationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crimeforany personknowing andwillfullyto make to any de e _or.azencyof the United
Statesanyfalse,fictitiousor fraudulentstatements or representationsas to anymatter within its juns ction REC .,.

FD
(Instructionson page 2)

AUSO62007
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UNITED STATES FORMAPPROVED
DEPARTMENTOF THE INT $$iÌl'Ãan
BUREAU OF LAND MANAGE

-5. LeaseSerialNo.
SUNDRY NOTICES AND REPORTS ON WELLS DI **

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

1. Type of
ilWell GasWell Other 8.

WPeter oint/UaTU-063014

2. Nameof r Peter's Point UF 6-36-12-16
BILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo. (include area code) 43-007-31272
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. Locationof Well (Footage, Sec, 7, R, M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL 11. Countyor Parish, State
Sec. 36-T12S-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNDIKE, REPORT, OR GINER DATA

TYPEOF SUBMISSION TYPEOF ACITON

Acidize Deepen Production (StaWRoume) WaterShut-Off
O Noticeof Intent AlterCasing FractureTreat Reclamation WellIndty

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

ChangePlans PlugandAbandon TemporarilyAbandon Report
O FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly stateall pertinentdetails,includingestimatedstartingdateof anyproposedwork and approximale durationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,givesubsurface locationsandmeasured and tmevettical depthsof all pertinentmarkers and zones.
AttachtheBondunderwhichthe workwill be performedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reports shallbe filedwithin 30days
followingcompletion of the involvedoperations. If theoperationresults ina multiple completion or recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted. FinalAbandonmentNoticesshallbe filedonlyafterallrequirements, includingreclamation,havebeencompleted,andtheoperator has
determinedthatthesiteisready forfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 8/10/2007 - 8/18/2007.

RECEIVED
SEPO4 2007

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 08/23/2007

(j THIS SPAC O FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditionsof approval, if any,are attached. Approvalof this noticedoesnot warrant or
certifythattheapplicantholdslegalor equitabletitletothoserightsin the subjectlease Office
which would entitlethe applicantto conductoperationsthereon.
Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crimeforanypersonknowinglyandwillfullytomaketo any departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjunsdiction.
(Instructionson page



REGULATORY COMPLETION SUMMARY silisarrettcorporation

Well Name : Peter's Polnt #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date: 8/10/2007 Report #: 19 End Time Description
Summary : MIRU Nabors WSU and set Equipment. 12:00 PM. Production.

5:00 PM MIRU Nabors WSU # 1406, set equipment
11:00 PM Production

Report by Welicore August 23, 2007 09:52



REGULATORY COMPLETION SUMMARY enisarrettcorporation

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/15/2007 Report #: 24 End Time Description
Summary : SI. Repair IS flow lines, pressure test. 7:00 AM SI.

good. PU RIH with bit and tbg.drill CBP
and one CFP. circ hole clean SIFN. 7:30 AM Safety Meetingwith IPS about flow line testing and drill outs. ( IPS
Heavy rain closed Cotton wood Canyon Ronnie Norman left loc @3 PM after talkingwith BillKelly)

8:30 AM Change out valves in flow line. Rig Quick test pressure test flow lin
es low 250 psi 15 mins. 3500 for 15 mins good.

10:00 AM MIRUBlackWarrior El. PU RIH set CFP @4580 FT. POOH
RDMO EL.

10:30 AM Blow down casing 1000psi.
11:30 AM ND frac tree. Nipple up weatherford BOP
2:00 PM PU 4-3/4" Smith triconebit Weatherford pumpoff bit sub, 8 ft. tbg

sub, XNnipple, 1 jt, x nipple. PU tlH with 2-3/8" tbg. to 4850 tag
CBP.

3:00 PM RU Nabors power swivel
3:30 PM Start foaming with Weatherford foam unit.
4:15 PM Drillout CBP @4580 ft. choking psi @450 psi.
5:00 PM TIH tag CFP @4710 ft. FCP: 450 psi. on 1" ck.
5:00 PM Blow casing clean
5:30 PM SIFN

Well Name : Peter's Polnt #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/13/2007 Report #: 22 End Time Description
Summary : Production. Safety meeting with IPS. Rig 9:00 AM Meet with IPS discuss flow back, Rig up of equipment. Pressure

flow lines and manifold. Pressure test test.
from wellhead. test flow lines to flow
tanks no test. 1:30 PM Rig IPS flow back equipment.

2:30 PM MIRUQuick test Inc. Pressure test flowequipment fromwell head
to manifold. 250 psi for 15 mins. good. 3500 psi for 15 minutes.
good.

5:30 PM tryto pressure test flow lines from manifold to flow tanks. would not
hold.

5:30 PM Shut down Wait on 2" valves to tryto retest lines.

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/12/2007 Report #: 21 End Time Description
Summary : Production. 6:00 PM Production

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/11/2007 Report#: 20 End Time Description
Summary : Production, Standby, Wait on IPS Flow 7:00 AM Production

equipment 5:00 PM Standby, walt on IPS Equipment

Report by Wellcore August 23, 2007 09:52



REGULATORY COMPLETION SUMMARY smearrettcomoration

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/18/2007 Report #: 26 End Time Description
Summary : SI. Safety meeting, Drill CFP's. Clean rat 7:30 AM SI.

hole, POOH Iand tbg. ND/NU tree
Pumpoff bit. Rig down move Pr.Pr. 8-2D 8:00 AM Safety Meeting. High Noise level, Trips & Falls, High pressure lines.

9:00 AM Start Foaming well bore. DrillCFP #4 @ 6300 ft. no fillFCP: 650
psi. on 1" ck.

10:00 AM TIH tag CFP # 3 @ 6430 ft. no filldrill out. FCP: 550 psi on 1" ck.
11:00 AM TIH tag CFP #2 @6570 no fill drilout. CP: 550 psi on 1" ck.
12:00 PM TIH tag CFP #1 @ 6730 ft. drill out no fill FCP: 550 psi on 1" ck.
12:30 PM TlH to 7160 ft.PBTD circ hole clean.
1:30 PM Rig down swivel, POOH Iay down tbg 67 jts.
3:00 PM Land tbgon tbg hanger. ND BOP's NU tree
3:30 PM Pumpoff bit sub & Bit. flow well back
4:40 PM Rig down Nabors WSU and equipment.
5:00 PM Road rig to Peters Point 8-2D

Well Name : Peter's Point #6-36-12-16 API : 43-007-31272 Area : West Tavaputs

Ops Date : 8/16/2007 Report #: 25 End Time Description
Summary : SI. Safety meeting. TlH drillCFP's. SIFN 12:00 PM SI.

12:30 PM Safety meeting, High pressure flow. Foam Unit, Tripping Haz.
1:00 PM TIH from 4720 to 4800 ft.
2:00 PM Start foaming drill CFP # 9 @ 4800 ft. FCP 400 psi on 1"ck. no

sand.
3:00 PM TIH tag CFP # 8 @5050 ft. No fill flow increased 50 psi. FCP: 550

on 1" ck.

4:00 PM TIH tag CFP # 7 @5320 ft. no fill FCP: 575 on 1" ck.
5:00 PM TIH tag CFP #6 @ 5440 ft. no fillFCP: 575 on 1" ck.
6:00 PM TIH tagCFP # 5 @ 6185 ft. no fill FCP: 575 on 1" ck. had trace of

sand

6:00 PM Circ clean EOT @6200ft.196 jts.
6:00 PM SIFN

Report by Welicore August 23, 2007 09:52



Form 3160-4
(August 2007)

UNITED STATES ,

DEPARTMENT OF THE INTERIOR O 1 0
3D7

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
UTU-004049

la. Type of Well Oil Well Gas Well Dry O Other i I 6. If Indian, Allottee or Tribe Name
b. Type of Completion: New Well Work Over Deepen Plug Back Di .

Li N/A
Other. 7. Unit or CA Agreement Name and No.

Peter's Point/UTU-063014
2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation Peter's Point Unit Federal 6-36-12-16
3. Address 1099 18th Street, Suite2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31272
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Peter's Point/Wasatch-Mesaverde
At surface SENW, 1945' FNL,2177' FWL 11. Sec., T., R., M., on Block and

Survey or Area Sec. 36, T12S-R16E
S.L.B.&M.

At top prod. interval reported below VERTICAL WELL 12. County or Parish 13. State

At total depth VERTICAL WELL Carbon County CO
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 08/17/2007 17. Elevations (DF, RKB, RT, GL)*
05/23/2007 06/18/2007 D & A Ready to Prod. 6804'
18. Total Depth: MD 7236' 19. Plug Back T.D.: MD 7160' 20. Depth Bridge Plug Set: MD N/A

TVD game TVD same TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? 2 No Yes (Submit analysis)

Mud log, CBL/GR/CCL, Triple Combo , gy OL.
, gg LD CQ Was DST run? No Yes (Submit report)

I Directional Survey? No O Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage C enter N of SCkesm
nt Cement Top* Amount Pulled

20" 16" H40 654 Surface 40' grout cement surface

12 1/4" 9 5/8" J55 36# Surface 986' 270 Type G 55 BBLS surface
125 Type V 27 BBLS

7 7/8" & 5 1/2" N80 17# Surface 7226' 1385 Prem300 368 BBLS 800'
8 3/4"
24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2 3/8" 5109'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch (incl North Horn) 4653' 6265' 4653'-4663' 0.43" 30 Open

) Mesaverde 6321' 6952' 4750' - 4759' 0.43" 27 Open
C) 4983' - 4991' 0.43" 24 Open
D) 5202' - 5260' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material

4653' - 4663' Stg 11: 70% CO2 foam frac: 81 tonsCO2; 469 bbis totalfluid; 52,000# 20/40 White sand
4750' -4759' Stg 10: 70% CO2 foam frac: 48 tons CO2; 384 bbls total fluid; 23,606#20/40 White sand
4983' - 4991' Stg 9: 70% CO2 foam frac: 48 tonsCO2; 423 bbis total fluid; 24,000#20/40 White sand
5202' - 5260' Stg 8: 70% CO2 foam frac: 78 tonsCO2; 630 bbis total fluid; 44,200#20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test Dil 3as Water Oil Gravity Gas Production Method
Produced Tested Production 15BL MCF BBL Corr. API Gravity Flowing

7/29/07 8/5/2007 24 0 4927 0
Choke Tbg. Press. Osg. 24 Hr 3il 3as Water 3as/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

30/64 0 950 0 4927 0
28a. Production - Interval B
Date First restDate Hours Test 3il 3as Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr Oil 3as Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio RECE1VED

SI

SEPO/ 2007
*(See instructions and spaces for additional data on page 2)

DN.0FOIL,GAS&



28b. Production - Interval C
Date First Test Date Hours Test 3il 3as Water OilGravity Gas ProductionMethod
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr. 311 3as Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF SBL Ratio.

SI

28c. Production - Interval D
Date First Test Date Hours Test 3il 3as Water Oil Gravity Gas Production Method
Produced Tested Production 6BL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr. 3il 3as Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedforfuel,vented, etc.)

Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested,cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 2902'
North Hom 4681'

Dark Canyon 6293'
Price River 6522'

TD 7236'

32. Additional remarks (include plugging procecure):

Copies of logs previously submitted under separate cover.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set reg'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification O Core Analysis Other:

34. I hereby certify that the forego attached info n is complete and correct as determinedfrom all available records (see attached instructions)*

Name (please prin Šf) Title Environmental/Regulatory Analyst

Signature Date 09/04/2007

Title 18 U.S.C. Section 1001 and Tit1 3 U.S.C. Section 1212, m it a crime for any person knowingly and willfully to make to any department or agency of the United States any

false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

(Continuedon page 3) (Form 3160-4, page



Peter's Point 6-36-12-16 Completion Report Continued

26. PERFORATION RECORD (cont 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)
INTERVAL NO. PERFORATION

(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL
5387' 5397' 0.43" 30 Open Stg 7 70% CO2 foam frac: 75 tons CO2 469 bbis total fluid 39,900# 20/40 White Sand
6066' 6167' 0.43" 30 Open Stg 6 70% CO2 foam frac: 88 tons CO2 489 bbls total fluid 52,200# 20/40 White Sand
6201' 6265' 0.43" 30 Open Stg 5 70% CO2 foam frac: l 14 tons CO2 661 bbis total fluid 72,200# 20/40 White Sand
6321' 6365' 0.56" 25 Open Stg 4 70% CO2 foam frac: 149 tons CO2 787 bbls total fluid 100,300# 20/40 White Sand
6455' 651l' 0.56" 30 Open Stg 3 70% CO2 foam frac: 133 tons CO2 754 bbls total fluid 100,300# 20/40 White Sand
6611' 6675' 0.43" 42 Open Stg 2 70% CO2 foam frac: 143 tons CO2 771 bb1stotal fluid 96,300# 20/40 White Sand
6942' 6952' 0.43" 30 Open Stg 1 70% CO2 foam frac: 61 tons CO2 487 bbls total fluid 31,900# 20/40 White Sand

*Depth intervals for frac information same as perforation record



Fonn 3160-5 UNITEDSTATES 0 0(April2004) DEPARTMENTOF THE INÎERIO
BUREAU OF LAND MANAGEMENT 5. Lease e No

SUNDRY NOTICES AND REPORTS ON WELLS ETE

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals- nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement, Nameand/or No
Peter's Point/UTU-0630141. Type of

ilWellOO GasWellOO Other
8. WellNameand Na

2. NameofOperator Peter's Point UF 6-36-12-16
BILL BARRETT CORPORATION

9. API Well No.
3a Address 3b. PhoneNo. (include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea
4. LocationofWell (Footage, Sec.,T, R.,M, or SurveyDescription) Peters Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL 11. Countyor Parish, State
See. 36-T12S-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NOIIŒ, REPORT, OR GIEIER DATA
TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Statt/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity
SubsequentReport Casing Repair NewConstruction Recomplete Other Pit Closure

O ChangePlans Plugand Abandon TemporarilyAbandon ExtensionO FinalAbandonmentNotice O ConvernoInjection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearlystateall pertinentdetails,includingestimated startingdateof anyproposedworkandapproximatedurationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocationsand measuredandtrueverticaldepthsof all pertinentmarkersandzones.
AttachtheBondunderwhichthework will beperformedorprovidetheBondNo. onfilewith BLM/BIA.Requiredsubsequentreports shallbefiledwithin30days
followingcompletion oftheinvolvedoperations.If theoperation results ina multiplecornpletionorrecompletionina new interval,a Form31604 shallbefiledonce
testinghasbeencompleted.FinalAbandonmentNoticesshall be filedonlyafter all requirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite isready forfinalinspection.)

This sundry is being submitted to request an extension to the 90-day pit closure/reclamation requirement in the APD COAs. BBC plans on
adding additional wells to this pad (list attached) and drilling them in January 2009. The pit will be closed after those additional wells are
drilled and completed and as weather conditions permit. BBC will ensure that this pit is fenced on all four sides when not in use and that there
is sufficient freeboard to account for additional precipitation.

If you have any questions or need further information, please contact me at 303-312-8134,

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Signature Date 10/28/2008

HIS SPACE F t FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditionsof approval,if any,areattached. Approvalof thisnoticedoesnot warrantor
certify thatthe applicant holdslegalor equitable titleto thoserights in the subjectlease Office
which wouldentitletheapplicant to conduct operationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for any personknowinglyand willfully tomaketo any departmento y of the United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsasto any matterwithin itsjurisdiction. i

(Instructionson page 2)
NOV03 2008

DNOFolt.GAS&



WELLNAME LEASE
Peter's Point UF #7-3ðD-12-16 UTU-04049
Peter's Point GF #11-36D-12-16 UTU-0681
Peter's Point UF #5- 6D-12-16



onn 3166-5 UNITED STATES FORMAPPROVED
(April2004) DEPARTMENTOF THE INTERIO E ires1

301327007

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU04049

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement, Nameand/or No.

Peter's Point/UTU-63014
1. Typeo

ilWellOO GasWellOO Other 8. WellNameandNo.
Peter's Point UF 6-36-12

2. NameofOpemtorBILL BARRETT CORPORATION 9. APIWellNo.

3a Address 3b. PhoneNo.(include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or Exploratory Area
4. Location ofWell (Footage,Sec.,I, R., M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL
11. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OF NDIIO REPORT, OR GlllER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Production(Start/Resume) WaterShut-Off
O Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Temporary

ChangePlans Plugand Abandon TemporarilyAbandon Shut-In

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearly state all pertinentdetails,includingestimated statting dateof any proposedwork and approximate durationthereof.
If theproposalistodeependirectionallyor recomplete horizontally,givesubsurface locationsandmeasured and trueverticaldepthsof all pertinentmarkersand zones.
Attach theBondunder which thework will beperformedor providetheBond No. onfilewithBLM/BIA. Requiredsubsequentreports shallbe fliedwithin 30days
followingcompletionoftheinvolvedoperations. Iftheoperationresults ina multiple completion or recompletion ina new interval,a Form3160-4shall befiledonce
testinghasbeencompleted. FinalAbandonmentNoticesshall befiledonly afterall requirements, includingreclamation, have been completed, and theoperator has
determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION THAT THIS WELL HAS TEMP'ORARILY BEEN SHUT-IN (RETRIEVABLE
BRIDGE PLUG (REP) SET AT 4550'). THREE NEW DIRECTIONAL WELLS WERE PERMITTED/ADDED TO THIS PAD AND
DRILLING HAS BEGUN ON THE FIRST OF THREE WELLS. AT THE TIME ALL WELLS HAVE COMPLETED DRILLING, THE RBP
WILL BE REMOVED AND THIS WELL WILL BE TURNED BACK TO SALES.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Signatuo Date 01/05/2009

HIS SPACE FO EDERAL OR STATE OFFICE USE

Approved by Title Date

Conditionsof approval, if any,are attached. Approvalof thisnotice doesnot warrant or
cettify that the applicant holdslegalor equitable titleto thoserights inthe subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime foranypersonknowinglyandwillfully to make to any departi , f 'ted
Statesany false,fictitiousor fraudulentstatements or representations as to anymatter within its jurisdiction.

(Instructionson page 2) JANe8 2009



FAo 31 5
D FTEN ERIOR E M 3 007
BUREAU OF LAND MANAGEMENT -

5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS DIE **

Do not use this form for proposals to drill or to re-enteran 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals- nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement,Nameand/or No.
Peter's Point/UTU-63014

1. Typeo
ilWellO O GasWellOO DOther 8. WellNameandNo.

Peter's Point UF 6-36-12-µP g2. NameofOperatorBILL BARRETT CORPORATION 9. API WelINo.

3a Address 3b. PhoneNo. (include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Pieldand Pool,or ExploratoryArea
4. Locationof Well (Footage, Sec.,7, R.,M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL
11, Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATE BOX(ES)TO INDICATENATURE OFNDII REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) Water Shut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentRepott Casing Repair NewConstruction Recomplete Other Revised Layout /

ChangePlans PlugandAbandon TemporarilyAbandon Measurement
FinalAbandonmentNotice Convertto Injection Plug Back WaterDisposal

13. DescribeProposedor CompletedOperation(clearly stateall pertinentdetails,includingestimated starting dateof any proposedwork and approximate durationthereof.
Iftheproposalisto deependirectionallyor recomplete horizontally,givesubsurface locationsand measuredand truevertical depthsof allpertinentmarkers andzones.
AttachtheBondunder whichthework will beperformedor providetheBondNo. on filewithBLM/BIA.Requiredsubsequentreports shallbefiledwithin30days
followingcompletion ofthe involvedoperations. If theoperationresults ina multiple completionor æcompletion ina new interval,a Form3160-4shallbe filedonce
testinghasbeen completed. Final Abandonment Notices shall be filed only after allrequirements,including reclamation, have beencompleted, and theoperator has
determinedthatthesite ismadyforfinalinspection)

This sundry is being submitted as notification that the facility equipment will change as well as the oil measurement method for this pad. Three
additional directional wells were permitted and are being drilled in 2009. All wells are within the Peter's Point unit and within a Participating
Area. The new equipment and measurement for this pad will be as follows:

(4) 400-bbl production tanks (multiple well)
(1) 400-bbl blowdown tank
(1) 400-bbl test oil tank

Initial testing would occur as soon as possible after production is established and would be a 1-3 day test to get a baseline for allocation. After
the intial test is performed, BBC would move to quarterly testing, testing each well for 7-10 days and rotating through the wells without any
downtime between tests. A revised site security diagram will be submitted. The spreadsheet attached indicates all wells in this pad and this
sundry is applicable to all wells. COPYSENTTOOPERATOR

Date:

initials

14. I hereby certify that the foregoing is trueand correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Signature Date 01/19/2009

HIS SPA EF FEDERAL OR STATE OFFICE USE

Approved by Title L . Date

Conditionsof approval, ifany, are attached. Approval f thísnotice doesnot warrantor
certify thatthe applicant holdslegalor equitable titleto thoserights in the subject lease Office
which would entitle theapplicantto conduct operations thereon Art n
Title18US.C.Section1001andTitle43U.S.C.Section1212,makeit a crime foranypersonknowinglyandwillfullytomaketo anydels nited
Statesany false,fictitiousor fraudulentstatements or representations asto anymatter within its jurisdiction. Ti

(Instructionson page 2) AN Z6 NW
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Peter's Point Unit / UTU-63014
WELL NAME FIELD COUNTY QTR/QTR SEC TWN-RNG FOOTAGE CALLS LEASE #

PETERS POINT U FED 6-36-12-16 PETER'S POINT CARBON SENW 36 125-16E 1945 N 2177 W UTU-04049

PETER'S POINT U FED 7-36D-12-16 PETER'S POINT CARBON SENW 36 125-16E 1951 N 2163 W UTU-04049

PETER'S POINT U FED 11-36D-12-1 PETER'S POINT CARBON SENW 36 125-16E 1954 N 2147 W UTU-0681

PETER'S POINT U FED 5-36D-12-16 PETER'S POINT CARBON SENW 36 125-16E 1957 N 2132 W



O
Form 316 5 UNITED STATES FORMAPPR
(April2004) DEPARTMENT OFTHE INTERIOR E

resNo
ch )

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU04049

Do not use this form for proposals to dri/I or to re-enteran 6. IfIndian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals· n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement, Name and/or No.

Peter's Point/UTU-63014
1. Type o

ilWellOO GasWel lOO Other 8. WellNameand No.
2. NameofOpemtor Peter's Point UF 6-36-12

BILL BARRETT CORPORATION 9. APIWellNo.
3a Address 3b. PhoneNo (include area code) 43-007-31272

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Fieldand Pool, or ExploratoryArea
4. Location of Well (Footage, Sec.,T, R., M, or SwveyDescription) Peter's Point/Wasatch-Mesaverde

SENW, 1945' FNL, 2177' FWL 11. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Notice of Intent Alter Casing Fracture Treat Reclamation Wd! Integrity

Subsequent Report Casing Repair New Construction Recomplete Other
ChangePlans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation(clearly state all pertinent details,including estimated starting dateof any proposed work and approximatedurationthereof
If theproposal isto deependirectionally or recomplete horizontally, give subsurface locations and measured and truevertical depthsof all pertinent markers and zones.
Attach theBond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filedwithin 30 days
following completion of theinvolvedoperations. If theoperation results ina multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, includingreclamation, havebeencompleted, and theoperator has
determined that the site is ready for final inspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION THAT THIS WELL WAS RETURNED TO SALES ON 4/8/2009.

14. I hereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

Signature

HIS NAL

a E04/14/2009

Approved by Title Date

Conditionsof approval, ifany, are attached. Approval of thisnotice doesnot warrant or
certify thattheapplicant holdslegal or equitable titleto thoserights inthe subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime forany person knowinglyand willfully to make to any departmentor agency of the United
Statesany false,fictitiousor fraudulentstatements or representations as to anymatterwithin itsjurisdiction.

(Instructions onpage2) RECEIVED
APR2O2009

DIV.0FOIL,GAS&



API Well No: 43007312720000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-004049 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PP UF 6-36-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312720000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1945 FNL 2177 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

5/11/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 2 3/8" tubing re-landed at 6946'

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 5/26/2009

PHONE NUMBER:
303 312-8128  Ext 

Reland tbg

 

PHONE NUMBER
303 312-8134

May 26, 2009

May 26, 2009

iPI Well No: 43007312720000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAs0EO4DOE4SGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PP UF 6-36-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

1945 FNL 2177 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 36 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/11/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Reland tbg

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

2 3/8" tubing re-landed at 6946'
Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECâgg2gNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 5/26/2009

RECEIVED May 26,



API Well No: 43007312720000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-004049 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PP UF 6-36-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312720000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1945 FNL 2177 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/5/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Bill Barrett Corporation requests permission to install and complete a 90 day
test of an enhanced evaporation system at the existing Peters Point 6-36 well

on federal surface to further reduce truck traffic in the project area. The
enhanced evaporation system would be temporary in nature to test the

patented process developed by Reform Water to evaporate off-lease (but
within the unit) produced water and may become a permanent installation

following a successful testing phase. See attached for further information on
this process.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 5/27/2009

PHONE NUMBER:
303 312-8128  Ext 

Evaporation Method

 

PHONE NUMBER
303 312-8134

May 27, 2009May 27, 2009

May 28, 2009

iPI Well No: 43007312720000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0EO4DOE4S9GNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PP UF 6-36-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

1945 FNL 2177 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 36 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Evaporation Method

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation requests permission to install and complete a 90 day
test of an enhanced evaporation system at the existing Peters Point 6-36 weAccepted by the

on federal surface to further reduce truck traffic in the project area. The Utah Division of
enhanced evaporation system would be temporary in nature to test theOil, Gas and Mining

patented process developed by Reform Water to evaporate off-lease R RE NLYwithin the unit) produced water and may become a permanent instal ti n
following a successful testing phase. See attached for further information on

this process.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 5/27/2009

RECEIVED May 27,



API Well No: 43007312720000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-004049 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PP UF 6-36-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312720000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1945 FNL 2177 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

5/12/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Bill Barrett Corporation is submitting this subsequent report as notice of a
workover completed to increase production in this well by changing out the

flow mechanism. Workover details are attached. If you have any questions or
need further information, please contact me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6/22/2009

PHONE NUMBER:
303 312-8128  Ext 

Change in flow mechanism

 

PHONE NUMBER
303 312-8134

June 22, 2009

June 23, 2009

iPI Well No: 43007312720000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0EO4DOE4S9GNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PP UF 6-36-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

1945 FNL 2177 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 36 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/12/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Change in flow mechan

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation is submitting this subsequent report as notice of a
workover completed to increase production in this well by changing out theAccepted by the

flow mechanism. Workover details are attached. If you have any questions oUtah Division of
need further information, please contact me at 303-312-8134. Oil, Gas and Mining

FOR RECQgg2gNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 6/22/2009

RECEIVED June 22,



Peter's Point #6-36-12-16 

Phase/Area : West Tavaputs 
Surface Location : SENW-36-12S-16E-W26M 

Workover # : Reconfigure Tubing/Components 
Run CVR system and capillary string (change in flow mechanism)  

Operation Date : 04/07/2009 
Summary : rig move and equipment, RU lines and pressure test well head to 

1000 PSI, test and hold no leaks, SDFN. 
Operation Date : 04/08/2009 

Summary : PU retrieving head and TIH on TBG to plug @ 4550' latch on and 
release TOH and LD, PU/MU bit and scraper, TIH and tag sand @ 
7076' RU N2 and pressure up to 1500 PSI, try to work TBG to free 
pressure, RU rig pump and pressure to 2000 PSI, try to work free, 
TOH w/ 10 stands, and try to pump free w/ rig pump pressure up, RU 
swab and make 3 runs to 1000' pumping after each run, TBG start to 
flow gas and die, TOH w/ TBG above top perf @ 4626' SWIFN SDFN. 

Operation Date : 04/09/2009 
Summary : try to flow back TBG no flow, TOH w/ TBG, string float had rust 

packed in, pump 40 BBLS down TBG to kill and trickle down CSG, 
TOH and LD bit and scraper, x-over to 3 1/2" TBG equipment, kill 
CSG w/ 50 BBLS and trickle, PU 2 JTS and well start to flow, let 
unload and turn to to sells, SDFN 

Operation Date : 05/6/2009 
Summary : well flowing to sells @ 250 PSI CSG @ .995 mmcfd. rig move from 

prickly pear to location. RU rig and equipment and RU pump lines, 
also MI Opsco flow back equipment and N2 unit. leave well flowing to 
sells.  

Operation Date : 05/7/2009 
Summary : suspended loads.  bleed TBG pressure  50 PSI, ND production tree, 

NU BOP. strip TBG hanger and PU TBG TIH, tag @ 7076'. try to catch 
circulation w/ N2 unit and pressure up to 2000 PSI, shut down N2. 
LD TBG PU on trailer. TOH w/ TBG while CSG is flowing through 
Opsco, leave 2000' TBG in hole. RU pump and kill CSG w/ 50 BBLS, 
and trickle 1 BPM. finish TOH w/ TGB, LD xn-nipple, bit and  pump off 
bit sub.  ND washington head and NU hydril, x-over to 3 1/2" UFJ 
TBG equipment. flow back through Opsco until cleans up and send to 
sells. 

Operation Date : 05/8/2009 
Summary : PU 3 1/2" TBG, pinch points. well flowing back to sells, wait on x-

over 2 3/8" to 3 1/2" UFJ, rig maintenace. RU rig pump and kill CSG 
w/ 80 BBLS and trickle 1BPM. PU/MU 3 1/2" pump off plug, PU and 
TIH w/ 65 JTS 3 1/2" ultra flush JTS and 1 JT to shut in CSG.  SDFN 
let cleanup through Opsco and send to sells. 

June 22, 2009

Peter's Point #6-36-12-16

Phase/Area : West Tavaputs
Surface Location : SENW-36-12S-16E-W26M

Workover # : Reconfigure Tubing/Components
Run CVR system and capillary string (change in flow mechanism)

Operation Date :04/07/2009

Summary : rig move and equipment, RU lines and pressure test well head to
1000 PSI, test and hold no leaks, SDFN.

Operation Date :04/08/2009

Summary : PU retrieving head and TIH on TBG to plug @ 4550' latch on and
release TOH and LD, PU/MU bit and scraper, TIH and tag sand @
7076' RU N2 and pressure up to 1500 PSI, try to work TBG to free
pressure, RU rig pump and pressure to 2000 PSI, try to work free,
TOH w/ 10 stands, and try to pump free w/ rig pump pressure up, RU
swab and make 3 runs to 1000' pumping after each run, TBG start to
flow gas and die, TOH w/ TBG above top perf @ 4626' SWIFN SDFN.

Operation Date : 04/09/2009
Summary : try to flow back TBG no flow, TOH w/ TBG, string float had rust

packed in, pump 40 BBLS down TBG to kill and trickle down CSG,
TOH and LD bit and scraper, x-over to 3 1/2" TBG equipment, kill
CSG w/ 50 BBLS and trickle, PU 2 JTS and well start to flow, let
unload and turn to to sells, SDFN

Operation Date :05/6/2009

Summary : well flowing to sells @ 250 PSI CSG @ .995 mmcfd. rig move from
prickly pear to location. RU rig and equipment and RU pump lines,
also MI Opsco flow back equipment and N2 unit. leave well flowing to
sells.

Operation Date :05/7/2009

Summary : suspended loads. bleed TBG pressure 50 PSI, ND production tree,
NU BOP. strip TBG hanger and PU TBG TIH, tag @ 7076'. try to catch
circulation w/ N2 unit and pressure up to 2000 PSI, shut down N2.
LD TBG PU on trailer. TOH w/ TBG while CSG is flowing through
Opsco, leave 2000' TBG in hole. RU pump and kill CSG w/ 50 BBLS,
and trickle 1 BPM. finish TOH w/ TGB, LD xn-nipple, bit and pump off
bit sub. ND washington head and NU hydril, x-over to 3 1/2" UFJ
TBG equipment. flow back through Opsco until cleans up and send to
sells.

Operation Date :05/8/2009

Summary : PU 3 1/2" TBG, pinch points. well flowing back to sells, wait on x-
over 2 3/8" to 3 1/2" UFJ, rig maintenace. RU rig pump and kill CSG
w/ 80 BBLS and trickle 1BPM. PU/MU 3 1/2" pump off plug, PU and
TIH w/ 65 JTS 3 1/2" ultra flush JTS and 1 JT to shut in CSG. SDFN
let cleanup through Opsco and send to sells.

RECEIVED June 22,



 

Peter's Point #6-36-12-16 

  
Operation Date : 05/11/2009 

Summary : TIH w/ TBG and capilary string. RU Nalco cap string equipment. RU pump and 
kill well w/ 30 BBLS and LD 1 JT, MU 2' sub and shear sub. run 1/4" 2205 
stainless steel capilary string, run inside of 3 1/2" UFJ dead string, sting into 
x-over mandrel. RU pump lines and kill CSG w/ 95 BBLS, and trickle, TIH w/ 
TBG banding 1/4" 2205 stainless steel to TBG, injection mandrel, 4' sub, xn-
nipple w/ out plug, 4' sub, CVR perf sub, and TBG, well started to flow. pump a 
90 BBLS kill on CSG and trickle, finish TIH w/ TBG and land in well head w/ 
TBG hanger.  158 JTS 2 3/8".  ND BOP NU production tree. RU N2 unit and roll 
the hole to unload fluid, flow back through Opsco to clean up fluid, send to 
sells.  flow to production facility.  

Operation Date : 05/12/2009 
 RD rig and equipment. MO.   RU N2 unit to TBG and jet circulate fluid, recovered 

40 BBLS and stayed flowing, unloading gas and fluid, let clean up. flow back 
through Opsco, to clean up water. RU PLS slick line equipment, RIH and retrieve 
CVR sleeve, POOH RIH w/ xn-nipple plug and set to keep 3 1/2" UFJ dead, POOH. 
SI CSG and build pressure. open TBG to let clean up, 300 PSI TBG, 150 PSI CSG, 
TBG pressure drop and unloaded sum water and stopped flowing. shut in TBG and 
let build pressure. open TBG and flow some fluid but die off, repeat and cant get 
TBG to low, SWIFN to build TBG pressure. csg @ 290 PSI.  

 

June 22, 2009

Peter's Point #6-36-12-16

Operation Date : 05/11/2009
Summary : TIH w/ TBG and capilary string. RU Nalco cap string equipment. RU pump and

kill well w/ 30 BBLS and LD 1 JT, MU 2' sub and shear sub. run 1/4" 2205
stainless steel capilary string, run inside of 3 1/2" UFJ dead string, sting into
x-over mandrel. RU pump lines and kill CSG w/ 95 BBLS, and trickle, TIH w/
TBG banding 1/4" 2205 stainless steel to TBG, injection mandrel, 4' sub, xn-
nipple w/ out plug, 4' sub, CVR perf sub, and TBG, well started to flow. pump a
90 BBLS kill on CSG and trickle, finish TIH w/ TBG and land in well head w/
TBG hanger. 158 JTS 2 3/8". ND BOP NU production tree. RU N2 unit and roll
the hole to unload fluid, flow back through Opsco to clean up fluid, send to
sells. flow to production facility.

Operation Date : 05/12/2009
RD rig and equipment. MO. RU N2 unit to TBG and jet circulate fluid, recovered
40 BBLS and stayed flowing, unloading gas and fluid, let clean up. flow back
through Opsco, to clean up water. RU PLS slick line equipment, RIH and retrieve
CVR sleeve, POOH RIH w/ xn-nipple plug and set to keep 3 1/2" UFJ dead, POOH.
SI CSG and build pressure. open TBG to let clean up, 300 PSI TBG, 150 PSI CSG,
TBG pressure drop and unloaded sum water and stopped flowing. shut in TBG and
let build pressure. open TBG and flow some fluid but die off, repeat and cant get
TBG to low, SWIFN to build TBG pressure. csg @290 PSI.

RECEIVED June 22,



API Well No: 43007312720000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-004049 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PP UF 6-36-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312720000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1945 FNL 2177 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/5/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Bill Barrett Corporation requests permission to install and complete a 90 day
test of an enhanced evaporation system at the existing Peters Point 6-36 well

on federal surface to further reduce truck traffic in the project area. The
enhanced evaporation system would be temporary in nature to test the

patented process developed by Reform Water to evaporate off-lease (but
within the unit) produced water and may become a permanent installation

following a successful testing phase. See attached for further information on
this process.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 5/27/2009

PHONE NUMBER:
303 312-8128  Ext 

Evaporation Method

 

PHONE NUMBER
303 312-8134

May 27, 2009May 27, 2009

May 28, 2009

iPI Well No: 43007312720000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0EO4DOE4S9GNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PP UF 6-36-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

1945 FNL 2177 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 36 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Evaporation Method

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation requests permission to install and complete a 90 day
test of an enhanced evaporation system at the existing Peters Point 6-36 weAccepted by the

on federal surface to further reduce truck traffic in the project area. The Utah Division of
enhanced evaporation system would be temporary in nature to test theOil, Gas and Mining

patented process developed by Reform Water to evaporate off-lease R RE NLYwithin the unit) produced water and may become a permanent instal ti n
following a successful testing phase. See attached for further information on

this process.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 5/27/2009

RECEIVED May 27,



RECEIVED: Feb. 13, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-004049 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PP UF 6-36-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETERS POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1945 FNL 2177 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /27 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  lower tubing

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 BBC is proposing to lower the tubing on this well to enhance
production. Tubing is currently set at 4975'. Please contact Brian

Hilgers with questions at 303.312.8183.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 2 /13 /2012

February 16, 2012

Sundry Number: 23043 API Well Number: 43007312720000Sundry Number: 23043 API Well Number: 43007312720000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-004049

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PP UF 6-36-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43007312720000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETERS POINT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

1945 FNL 2177 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 12.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/27/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: lower tubing

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC is proposing to lower the tubing on this well to enhance Accepted by the
production. Tubing is currently set at 4975'. Please contact Brian utah Division of

Hilgers with questions at 303.312.8183. Oil, Gas and Mining

Date: February 16, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 2/13/2012

RECEIVED: Feb. 13,



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Peter Point
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number BOO8371

3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Peter Point Unit.xls



Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal Federal GW APD
PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal Federal GW APD
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal \Federal GW APD
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal Federal GW APD
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal Federal GW APD
PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal Federal GW OPS
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal Federal GW OPS
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal Federal GW OPS
PETERS POINT U FED l lA-31D-12-17 31 120S 170E 4300750036 2470 Federal Federal GW OPS
PETERS POINT U FED 9-6D-13-17 6 130S 170E 4300750120 2470 Federal Federal GW OPS
PETERS POINT U FED 14-6D-13-17 6 130S 170E 4300750121 2470 Federal Federal GW OPS
PETERS POINT U FED 15-6D-13-17 6 130S 170E 4300750122 2470 Federal Federal GW OPS
PETERS POINT UF 2-7D-13-17 6 130S 170E 4300750149 2470 Federal Federal GW OPS
PETERS POINT UF 1-7D-13-17 6 130S 170E 4300750150 2470 Federal Federal GW OPS
PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal Federal GW P
PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal Federal GW P
PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal Federal GW P
PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal Federal GW P
PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal Federal GW P
PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal Federal GW P
PETERS POINT U FED 6-7D-13-17 6 130S 170E 4300730859 14692 Federal Federal GW P
PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal Federal GW P
PETERS POINT U FED 11-6-13-17 6 130S 170E 4300730982 2470 Federal Federal GW P
PETERS POINT U FED 16-6D-13-17 6 130S 170E 4300731004 2470 Federal Federal GW P
PETERS POINT U FED 16-31D-12-17 6 130S 170E 4300731005 2470 Federal Federal GW P
PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal Federal GW P
PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal Federal GW P
PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal Federal GW P
PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal Federal GW P
PETERS POINT U FED 4-12D-13-16 2 130S 160E 4300731049 14692 Federal State GW P
PETERS POINT U FED 2-12D-13-16 6 130S 170E 4300731158 14692 Federal Federal GW P
PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal Federal GW
PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal Federal GW P
PPU FED 15-6D-13-17 6 130S 170E 4300731261 16103 Federal Federal GW P
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal Federal GW P
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal Federal GW P
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal Federal GW P
PPU FED 8-34-12-16 34 120S 160E 4300731279 2470 Federal Federal GW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal Federal GW P
PPU FED 7-lD-13-16 ULTRA DEEP 6 130S 170E 4300731293 14692 Federal Federal GW P
PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal Federal GW P
PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal Federal GW P
PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal Federal GW P
PPU FED 2-7D-13-17 DEEP 6 130S 170E 4300731326 14692 Federal Federal GW P
PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal Federal GW P
PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal Federal GW P
PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal Federal GW P
PPU FED 7-36D-l2-16 36 120S 160E 4300731348 2470 Federal Federal GW P
PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal Federal GW P
PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal Federal GW P
PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal Federal GW P
PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal Federal GW P
PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal Federal GW
PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal Federal GW P
PPU FED 15-26D-l2-16 26 120S 160E 4300731404 2470 Federal Federal GW P
PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal Federal GW P
PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal Federal GW P
PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal Federal GW P
PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal Federal GW P
PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal Federal GW P
PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal Federal GW P
PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal Federal GW P
PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal Federal GW P
PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal Federal GW P
PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal Federal GW P
PPU FED 5-34D-12-16 34 120S 160E 00731467 2470 Federal Federal GW P
PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal Federal GW P
PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal Federal _ GW P
PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal Federal GW P
PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal Federal GW P
PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal Federal GW P
PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal Federal GW P
PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal Federal GW P
PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal Federal GW P
PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal Federal GW P
PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal Federal GW P
PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal Federal GW P
PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal Federal GW P
PETERS POINT U FED 12-6D-13-17 31 120S 170E 00750033 2470 Federal Federal GW P
PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal Federal GW P
PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal Federal GW P
PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal Federal GW P
PETERS POINT U FED ll-lD-13-16 36 120S 160E 0750039 2470 Federal Federal GW P
PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal Federal GW P
PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal Federal GW P
PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal Federal GW P
PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal Federal GW P
PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal Federal GW P
PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal Federal GW P
PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal Federal
PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal Federal GW P
PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal Federal GW P
PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal Federal GW P
PETERS POINT U FED l-36D-12-16 36 120S 160E 4300750118 2470 Federal Federal GW P
PETERS POINT U FED 10-6D-13-17 6 130S 170E 4300750119 2470 Federal Federal GW P
PETERS POINT U FED 15-31D-12-17 6 130S 170E 4300750123 2470 Federal Federal GW P
PETERS POINT UF 12-5D-13-17 6 130S 170E 4300750151 2470 Federal Federal GW P
PETERS POINT UF 13-5D-13-17 6 130S 170E 4300750152 2470 Federal Federal GW P
PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal Federal GW P
PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal Federal GW P
PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal Federal GW P
PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal Federal GW P
PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal Federal GW P
PETERS POINT UF 2-31D-12-17 30 120S 170E ®0750158 18349 Federal Federal GW P
PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal Federal GW P
PETERS POINT UF 9-25D-l2-16 30 120S 170E 4300750160 2470 Federal Federal GW P
PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal Federal GW P
PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal Federal_ P
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal Federal GW S
PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal Federal GW S



STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new we!Is, significantly deepen existing wells below current bottom-ho1e depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICAT10N FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER (see attached well list)

2.NAMEOFOPERATOR: 9.APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX zi,77002 (713) 659-3500

4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERID1AN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

1/1/2014 CHANGETO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILLBILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏËM659 D004TL S 92PG , STATE/FEE BOND # DSB / )

BILL BARRETT CORPORATION ENERVEST OPERATING, LLC

a- AVA AME (PLEASE PRINT) (sta 1, i t.N½z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President - DIRECTOR - REGULATO
EH&S, Governmentand Regulatory Affairs L.

RONNIE YOUNG DIRECTOR - REGULATORY
sNAME(PLREEAS TD

T 12/10/2013

(ThisspaceforStateuseoAPP ROVED RECEIVED

JAN28 201 JAN0 7 20M
(5/2000) eelnstructionsonReverseSide) DIV.OF OIL,GAS&



UDOGM CHANGE OF OPERATOR WELL LIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit

JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A

JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A

PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A

PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR

PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT

HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD

HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD

PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR

PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT

PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR

PETERS POINT UF 10-1D-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT

PETERS POINT UF 9-1D-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT

PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATORWELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR

Page



UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-20D-l2-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-9D-12-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR
PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR
SHARPLES I GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED ll-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR
PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT
PPUFED8-34-12-16 34 120S 160E 4300731279 2470 Federed CPN P PETERSPODST
PPST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State GDW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR

PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal GW P PRICKLY PEAR
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR
PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal GW P PRICKLY PEAR
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR
PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR
PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR
PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED 1-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-l2-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-2lD-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST llA-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-21D-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED SA-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR LÏFED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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